











Ten. (495)-228-06-21, dakc (495) 223-3071

BECO ltaly

Ball bearing for high temperature
BHT 320° (6200 Serie)

MAX TEMP CELSIUS 320° C
MAX TEMP FAHRENHEIT 608° F

SUGGESTED RANGE ~ 200-320° C a00° o]
SUGGESTED RANGE ~ 392-608° F w
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f Designation Bore Diam Widht Weight Spegd Static )
(B) (D) (W) g RPM/min (*) Load kN

6200 BHT 320° 10 30 9 30 262 1.77
6201 BHT 320° 12 32 10 37 242 211
6202 BHT 320° 15 35 11 45 180 2.55
6203 BHT 320° 17 40 12 65 175 3.23
6204 BHT 320° 20 47 14 110 150 4.46
6205 BHT 320° 25 52 15 130 140 5.44
6206 BHT 320° 30 62 16 200 110 7.62
6207 BHT 320° 35 72 17 290 100 10

6208 BHT 320° 40 80 18 370 85 12.24
6209 BHT 320° 45 85 19 410 80 13.87
6210 BHT 320° 50 90 20 460 75 16.3
6211 BHT 320° 55 100 21 610 67 19.88
6212 BHT 320° 62 110 22 780 60 24.48
6213 BHT 320° 65 120 23 990 53.2 28.22
6214 BHT 320° 70 125 24 1040 50 29.92
6215 BHT 320° 75 130 25 1210 50 33.32
6216 BHT 320° 80 140 26 1400 50 35.7
6217 BHT 320° 85 150 28 1800 50 41.6
6218 BHT 320° 90 160 30 2150 50 47.7
6219 BHT 320° 95 170 32 2500 50 52.9

L 6220 BHT 320° 100 180 34 3150 50 604 )

Static load and max speed are calculated for the maximum temperature of application we supply this technical information only for
help customer in the choice. Due the extremely difference in the condition of application. We suggest to the customer to contact our
engineering service and made pratical test for check in the real condition the pratical working.
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Ten. (495)-228-06-21, dakc (495) 223-3071

BECO Italy
Ball bearing for high temperature
BHT 320° (6300 Serie)

MAX TEMP CELSIUS 320°C
MAX TEMP FAHRENHEIT 608°F

SUGGESTED RANGE 200-320° C 400° C—|
SUGGESTED RANGE 392-608° F 250° | w
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Designation Bore Diam Widht Weight Spet?d Static
(B) (D) (W) g RPM/min (*) | Load kN
6300 BHT 320° 10 35 11 52 220 2.34
6301 BHT 320° 12 37 12 60 200 2.82
6302 BHT 320° 15 42 13 80 180 3.67
6303 BHT 320° 17 47 14 120 160 4.46
6304 BHT 320° 20 52 15 140 140 5.78
6305 BHT 320° 25 62 17 225 110 7.75
6306 BHT 320° 30 72 19 350 95 11
6307 BHT 320° 35 80 21 450 85 12.92
6308 BHT 320° 40 90 23 620 75 17
6309 BHT 320° 45 100 25 830 67 21.76
6310 BHT 320° 50 110 27 1050 60 25
6311 BHT 320° 55 120 29 1350 53 32.30
6312 BHT 320° 60 130 31 1700 50 35.36
6313 BHT 320° 65 140 33 2100 50 40.8
6314 BHT 320° 70 150 35 2500 50 46
6315 BHT 320° 75 160 37 3000 50 52
6316 BHT 320° 80 170 39 3600 50 56.2
6317 BHT 320° 85 180 41 4250 50 62.7
6318 BHT 320° 90 190 43 4900 50 70.2
6319 BHT 320° 95 200 45 5650 50 76.7
L 6320 BHT 320° 100 215 47 7000 50 91 )

Static load and max speed are calculated for the maximum temperature of application we supply this technical information only for
help customer in the choice. Due the extremely difference in the condition of application. We suggest to the customer to contact our
engineering service and made pratical test for check in the real condition the pratical working.
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