


















Ball bearing for high temperature

MAX TEMP CELSIUS     280° C
MAX TEMP  FAHRENHEIT     535° F

SUGGESTED RANGE     200-280° C
SUGGESTED RANGE     392-535° F
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BHTS ZZ 280° (UCF Serie)
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Static load and max speed are calculated for the maximum temperature of application  we supply this technical information only for
help customer in the choice. Due the extremely difference in the condition of application. We suggest to the customer to contact our
engineering service and made pratical test for check in the real condition the pratical working.

UCF 201 BHTS ZZ 280° SS F 201

UCF 202 BHTS ZZ 280° SS F 202

UCF 203 BHTS ZZ 280° SS F 203

UCF 204 BHTS ZZ 280° SS F 204

UCF 205 BHTS ZZ 280° SS F 205

UCF 206 BHTS ZZ 280° SS F 206

UCF 207 BHTS ZZ 280° SS F 207

UCF 208 BHTS ZZ 280° SS F 208

UCF 209 BHTS ZZ 280° SS F 209

UCF 210 BHTS ZZ 280° SS F 210

UCF 211 BHTS ZZ 280° SS F 211

UCF 212 BHTS ZZ 280° SS F 212

UCF 213 BHTS ZZ 280° SS F 213

UCF 214 BHTS ZZ 280° SS F 214

UCF 215 BHTS ZZ 280° SS F 215

UC 201 BHTS ZZ 280°

UC 202 BHTS ZZ 280°

UC 203 BHTS ZZ 280°

UC 204 BHTS ZZ 280°

UC 205 BHTS ZZ 280°

UC 206 BHTS ZZ 280°

UC 207 BHTS ZZ 280°

UC 208 BHTS ZZ 280°

UC 209 BHTS ZZ 280°

UC 210 BHTS ZZ 280°

UC 211 BHTS ZZ 280°

UC 212 BHTS ZZ 280°

UC 213 BHTS ZZ 280°

UC 214 BHTS ZZ 280°

UC 215 BHTS ZZ 280°
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Ball bearing for high temperature

MAX TEMP CELSIUS     280° C

MAX TEMP  FAHRENHEIT     535° F

SUGGESTED RANGE     200-280° C

SUGGESTED RANGE     392-535° F
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BHTS ZZ 280° (UCP Serie)
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Static load and max speed are calculated for the maximum temperature of application  we supply this technical information only for

help customer in the choice. Due the extremely difference in the condition of application. We suggest to the customer to contact our

engineering service and made pratical test for check in the real condition the pratical working.

UCP 201 BHTS ZZ 280° SS P 201

UCP 202 BHTS ZZ 280° SS P 202

UCP 203 BHTS ZZ 280° SS P 203

UCP 204 BHTS ZZ 280° SS P 204

UCP 205 BHTS ZZ 280° SS P 205

UCP 206 BHTS ZZ 280° SS P 206

UCP 207 BHTS ZZ 280° SS P 207

UCP 208 BHTS ZZ 280° SS P 208

UCP 209 BHTS ZZ 280° SS P 209

UCP 210 BHTS ZZ 280° SS P 210

UCP 211 BHTS ZZ 280° SS P 211

UCP 212 BHTS ZZ 280° SS P 212

UCP 213 BHTS ZZ 280° SS P 213

UCP 214 BHTS ZZ 280° SS P 214

UCP 215 BHTS ZZ 280° SS P 215

UC 201 BHTS ZZ 280°

UC 202 BHTS ZZ 280°

UC 203 BHTS ZZ 280°

UC 204 BHTS ZZ 280°

UC 205 BHTS ZZ 280°

UC 206 BHTS ZZ 280°

UC 207 BHTS ZZ 280°

UC 208 BHTS ZZ 280°

UC 209 BHTS ZZ 280°

UC 210 BHTS ZZ 280°

UC 211 BHTS ZZ 280°

UC 212 BHTS ZZ 280°

UC 213 BHTS ZZ 280°

UC 214 BHTS ZZ 280°

UC 215 BHTS ZZ 280°
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