


21

Pictures 1, 2 and 3

Coal industry mine winders include 03
Series 600mm for an operating load of
80 tonnes per bearing at 48 rpm and 02
Series 400mm for an operating load of
32 tonnes per bearing at 31 rpm.

Picture 4

A 700mm diameter special double
bearing supplied for a tower mounted
winder in a copper mine. Normal
operating load is 185 tonnes and the
speed is 54 rpm.
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M A R I N E  P R O P U L S I O N  B E A R I N G S

Picture 1

USS Pathfinder uses an 01 BCF 800 EX
bearings on the propulsion shafting. The
shaft speed is approximately 800RPM.

Picture 2

This Offshore Supply Vessel is fitted out
with Cooper 01 BCP 500 EX and 02
BCP 500 GR on the propulsion shaft.

Picture 3

‘Dae A Express’ high speed ferry use 01
BCP 120mm EX and 01 BCF 120mm EX
on waterjet drives.

Picture 4

A typical installation of a  Cooper BCP in
a propulsion shafting application.

Picture 5

Omani Navy Frigate uses 02 BCSPS
340mm EXILOG on the main propulsion
shaft. Steel housings are specified to
withstand high shock loads
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M A R I N E  P R O P U L S I O N  B E A R I N G S

Picture 1

Each of the 3 Hellenic Navy Super Vita
Class uses 2 Cooper 01 BCPN 135mm
EX ATL bearings on its propulsion
system. Nodular castings are specified as
they are able to withstand greater shock
loads.

Picture 2

Hoverspeed Super SeaCat is fitted with
weight saving aluminium 01 BCAPLA
210mm EX Cartridges and Pedestals.

Picture 3

01 BCPAPA 440mm EXILOG bearings
specified for the Japanese SuperTechno
Liner twin 27MW gas-turbine driven
waterjet systems.

Picture 4

A typical Waterjet drive trapped position
utilising a 240mm BCP EX with felt seals.
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P A P E R  A N D  T I M B E R

Agitators, Mixers, Conveyors,
Chippers& Debarkers and Saws

Trapped 01 BC 315 EX ATL and 01 BC
415 EX ATL bearings are shown in use
on agitators in the paper industry.

The Aluminium Triple Labyrinth Seal used
in this application, combined with the
recommended full pack grease, prevent
water intrusion in the event of stuffing
box failure. If there is a stuffing box
failure, downtime is kept to a minimum
as the split to the shaft feature permits
easy repacement and inspection in the
shortest possible time.

Prior to the installation of Cooper
bearings, the plant was frequently shut
down to replace flooded bearings.

Also shown are Cooper applications on
Chippers, Conveyors and Saws.

.
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Q U A R R Y  I N D U S T R Y  B E A R I N G S

Quarrying Applications

Cooper bearings are fitted to numerous
applications in the quarry industry
ranging from ball mills to conveyors,
crushers, under rollers and reciprocating
screens.
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P O W E R  G E N E R A T I O N

Picture 1
Power station Briquette making plant

Picture 2
Motor Generator Sets

Picture 3
Coal Mill bearing conversion from a
Whitemetal bearing.

Picture 4
Power Generation trapped application

Picture 5
Ventillation fans. More fan types are
shown in the Fan and Blower section.
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P O W E R  G E N E R A T I O N

A  W O R L D  O F  I N D U S T R Y W I D E  E X P E R I E N C E

Irrigation Generator Sets

Runnning at 1200RPM, these  01 BCF 508 EX TL
Flange bearings has saved the customer days of
maintenance downtime installing new bearings on
these water powered generator sets.

The continually damp and sometimes very wet
environment required the specification of ATL
seals to prevent water penetrating the bearing.

The use of ATL seals provides optimum bearing
life and excellent lubrication retention for this
application.
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