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MCM03

MCM05

MCM06

MCM08

MCM10

600 800

Basic
Moment rigidity

number (N/� m) ( � 103N·m/rad)

MCM03
25 25 19 9 9

(lead 1 and 2)

MCM03
34 34 20 11 11

(lead 10 and 20)

MCM05 120 120 39 20 20

MCM06 145 145 69 39 39

MCM08 195 195 175 98 98

MCM10 215 215 265 125 125

Basic number
Geometrical moment of inertia (mm4) Polar moment of inertia of area (mm4/rad) Center of gravity (mm)

Ix (X-axis periphery) Iy (Y-axis periphery) Ip (Torsion) e

MCM03 0.30 � 104 0.33 � 104 0.22 � 104 4.5

MCM05 0.78 � 104 1.14 � 105 0.53 � 104 6.0

MCM06 2.14 � 104 2.61 � 105 2.64 � 104 7.0

MCM08 5.90 � 104 8.10 � 105 5.10 � 104 9.2

MCM10 15.6 � 104 21.9 � 105 18.4 � 104 12.2

7. Monocarrier Rigidity
7.1 Linear guide rigidity 
Using its own high-precision processing technique, 

NSK successfully eliminated Monocarrier linear guide

clearance with micron-meter level processing accuracy. The

linear guide requires virtually no clearance and exhibits the

load/deformation characteristics shown in Figure 4.

Rigidity value for load in each direction is shown in Table 4.

7.2 Rail rigidity
The Monocarrier rail features a special concave shape with a small space maintaining high resistance to deflection and

distortion. Geometrical moment of inertia and polar moment of inertia of area of rail in each direction are shown in Figure 5.

The above figures are obtained as a result of calculations based on the
deformation amount under 2.8% of dynamic load rating for radial
rigidity and 5% load of static moment rating for moment rigidity.

Figure 4  Monocarrier’s rigidity in radial direction

Table 4  Monocarrier rigidity 

Figure 5  Rail moment of inertia

Vertical
direction

Lateral
direction

Rolling
direction

Pitching
direction

Yawing
direction

Rigidity in 
radial direction
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Linear guide specification

Lead (mm) 1 2 10 12

Basic load Dynamic Ca 2950 3650

rating (N) Static Coa 4900 6620

Preload (N) 30 34

Static M RO 68 92

moment M PO 28 51
(N· m) M YO 28 51

Notes
1. Frictional resistance of NSK K1 is

included in the dynamic torque in
the table.

2. Grease (Shell AV2) is packed into
ball screw and linear guide parts.

3. Consult NSK for life estimates
under large moment loads.

MCM03
(Single slider specification) / Accuracy grade: High grade (H)

Lead 10 and 12Lead 1 and 2

Accuracy grade: Precision

8. Dimensions of Standard Products (MCM03 and double slider specifications are manufactured upon order.)
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2×4-M2.5×0.45
3.5  deep (both sides)

2×4-M2.5×0.45
3.5  deek (both sides)

33

0 –0
.0

21

0 –0
.0
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26

M YO

M POM PO

M ROM RO

L3 =(  –1)×40L 3 =(  –1)×40n
nL 3 =(  –1)×80

0 –0
.0

21

0 –0
.0

08

2–NSK K1 2–NSK K1
80 for reference 
number with*

for reference number with*

4-M3×0.5
Tap depth 5

2×n-  4.5 drill thru
  7.5 c' bore to
bottom thickness 1.5 

2-M3×0.5
Tap depth 5

4-M3×0.5
Tap depth 6 (thru 4)

2×2-M3×0.5
Tap depth 5 

2-M3×0.5
Tap depth 4

2-M3×0.5
Tap depth 5

4-M4×0.7
Tap depth 5

2-M3×0.5
Tap depth 3

2×n-  4.5 drill thru
  7.5 c' bore to
bottom thickness 1.5 

4-M3×0.5
Tap depth 6 (thru 4) 

2×2-M3×0.5
Tap depth 5

2-M3×0.5
Tap depth 5

2-M3×0.5
Tap depth 4

2-M3×0.5
Tap depth 5

φ
φ

φ
φ

n

φφ

=5

φφ

=5 =5

NSK standard specification

Made to order

Monocarrier dynamic torque
specification (N·cm)

Ball screw
1

0.2–1.7

lead
2

(mm) 10
0.3–3.0

12

Units marked with ✽ are standard stock. Others will be made to order.

Ball screw specification

Shaft diameter (mm) 6 8

Lead (mm) 1 2 10 12

Effective turns 1 × 4 1.5 × 1

Basic load Dynamic Ca 735 1230
rating (N) Static Coa 1230 1690

Reference number
Nominal stroke Stroke limit Ball screw lead Body length (mm) No. of mounting holes Inertia Mass

(mm) (mm) (mm) L1 L2 L3 n ×10-5(kg•m2) (kg)

✽*MCM03005P01K
50 56

1
160 115 80 2

0.015
0.6

✽*MCM03005P02K 2 0.016
✽ MCM03010P01K

100
131

1 0.021
✽ MCM03010P02K 2

235 190 160 5
0.022

0.7
✽ MCM03010H10K

119
10 0.092

✽ MCM03010H12K 12 0.109
MCM03015P01K

150
181

1 0.025
MCM03015P02K 2

285 240 200 6
0.026

0.8
MCM03015H10K

169
10 0.105

MCM03015H12K 12 0.122
✽ MCM03020H10K

200 219
10

355 290 240 7
0.118

0.9
MCM03020H12K 12 0.135
MCM03025H10K

250 269
10

385 340 280 8
0.131

1.0
MCM03025H12K 12 0.147

www.bergab.ru Берг АБ bergab@ya.ru Тел. (495)-228-06-21, факс (495) 223-3071

www.bergab.ru Берг АБ bergab@ya.ru Тел. (495)-228-06-21, факс (495) 223-3071



MRO

30

31

38

20

40

24

42

19
18

27
5

14

49

  3
2h

70 —
0.

02
5

(7)

(G:25)60

13

1

10 10

48

48.6

  6
h60 —

0.
00

8

5(15)

28 14

5 15

50

L3=(n—1)x50

MYO

4014

A

A

L =98.6

MPO

50

30

20

L2

16

L1

60

10

14
10

8

5

5

12 12

NSK
JAPAN

W
50

18G:25

10

2-M4×0.7
Tap thru

4-M4×0.7
Tap depth 8 (thru 4)

2×2-M3×0.5
Tap depth 5 (both sides)

2-M3×0.5
Tap depth 5

4-M4×0.7
Tap depth 6

2-M3×0.5
Tap depth 5 

2×n-  4.5 drill thru
  7.5 c’ bore
to bottom thickness 2 

Travel stopper 
(NBR)

No tap for less than 200 strokes

2×4-M3×0.5 (less than 200 strokes)
2×5-M3×0.5 (200 stokes or more)
Tap depth 4 (both sides)

2×2-M3×0.5
Tap depth 5
(both sides)

Cross-section A-A

2-NSK K1

2-grease fitting

V6.8V=6.8

2×4-M3×0.5
Tap depth 5 (both sides)

φ

φ

φ
φ

8

Linear guide specification

Basic load Dynamic Ca 7260

rating (N) Static Coa 10900

Preload (N) 69

Static MRO 226

moment MPO 88
(N·m) MYO 88

Ball screw specification

Shaft diameter (mm) 12

Lead (mm) 5 10 20

Effective turns 2.5 × 1 1.5 × 1 1.5 × 1

Basic load Dynamic Ca 3730 2260 2260
rating (N) Static Coa 6280 3780 3780

MCM05
(Single slider specification) / Accuracy grade: High grade (H)

Monocarrier dynamic torque specification (N·cm)

Ball screw lead
5 1.0–4.8

(mm)
10 1.1–5.8

20 1.6–7.9

Notes
1. Frictional resistance of NSK K1 is included in the dynamic torque in the table.
2. Grease (Shell AV2) is packed into ball screw and linear guide parts.
2. Consult NSK for life estimates under large moment loads.
3. Stroke limit = stroke + (15 [margin] × 2)

Dimension G is 15 for those marked with *.
Units mark with ✽ are standard stock. Others will be made to order.

Reference number
Nominal stroke Stroke limit Ball screw lead Body length (mm) No. of mounting holes Inertia Mass

(mm) (mm) (mm) L1 L2 L3 n ×10-4(kg•m2) (kg)

*MCM05005H05K 50 80 5 232 180 150 4 0.025 1.4
✽*MCM05005H10K 10 0.035

MCM05010H05K 100 130 5 282 230 200 5 0.031 1.6
✽ MCM05010H10K 10 0.040

MCM05015H05K 150 180 5 332 280 250 6 0.036 1.8
✽ MCM05015H10K 10 0.046

MCM05020H05K 200 230 5 382 330 300 7 0.042 2.0
✽ MCM05020H10K 10 0.051
✽ MCM05025H10K 250 280 10 432 380 350 8 0.057 2.2
✽ MCM05030H10K

300 330
10

482 430 400 9
0.063

2.3
✽ MCM05030H20K 20 0.101
✽ MCM05040H10K

400 430
10

582 530 500 11
0.074

2.7
✽ MCM05040H20K 20 0.112
✽ MCM05050H10K

500 530
10

682 630 600 13
0.085

3.1
✽ MCM05050H20K 20 0.123
✽ MCM05060H10K 600 630 10 782 730 700 15

0.086 3.5
MCM05060H20K 20 0.134

NSK standard specification

Standard inventory (Listed with pink ground color)
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Ball screw specification

Shaft diameter (mm) 12

Lead (mm) 10 20

Effective turns 1.5 × 1 1.5 × 1

Basic load Dynamic Ca 2260 2260
rating (N) Static Coa 3780 3780

Monocarrier dynamic torque specification (N·cm)

Ball screw lead 10 1.5–7.6
(mm) 20 2.3–11.8

Notes
1. Frictional resistance of NSK K1 is included in the dynamic torque in the table.
2. Grease (Shell AV2) is packed into ball screw and linear guide parts.
3. Consult NSK for life estimates under large moment loads.
4. Stroke limit = stroke + (11.4 [margin] × 2)
5. Static moment is a value when two sliders equipped with NSK K1 are butted

against each other.
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Linear guide specification

Basic load Dynamic Ca 7260
rating (N) Static Coa 10900

Preload (N) 69

Static MRO 455

moment MPO 765
(N·m) MYO 765

MCM05
(Double slider specification) / Accuracy grade: High grade (H)

5(15)

28 14

5 15

50

L3=(n—1)×50

MYO

4014

A

A

NSK
JAPAN

W
50

MYO

40

Slider Subslider

2-M3×0.5
Tap depth 5

4-M4×0.7
Tap depth 6

2-M3×0.5
Tap depth 5

2×n-  4.5 drill thru
  7.5 c’ bore
to bottom thickness 2 

Cross-section A-A

4-M4×0.7
Tap depth 6

4-NSK K1

2-grease fitting 2-grease fitting

φ
φ
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5
5
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MPO

50

30

20

16

12 12

18

10

25

2-M4×0.7
Tap thru

4-M4×0.7
Tap depth 8 (thru 4)

2×2-M3×0.5
Tap depth 5 (both sides)

2×4-M3×0.5
Tap depth 5 (both sides)

Travel stopper part
(NBR)

No tap for less than 130 strokes

2×4-M3×0.5 (less than 130 strokes)
2×5-M3×0.5 (130 strokes or more)  

Tap depth 4 (both sides)

2×2-M3×0.5
Tap depth 5 (both sides)

Travel stopper
(NBR)

2×4-M3×0.5
Tap depth 5 (both sides)

φ

φ

Reference number
Nominal stroke Ball screw lead Body length (mm) No. of mounting holes Inertia Mass

(mm) (mm) L1 L2 L3 n ×10-4(kg•m2) (kg)

MCM05006H10D 60 10 332 280 250 6 0.058 2.3
MCM05011H10D 110 10 382 330 300 7 0.064 2.5
MCM05016H10D 160 10 432 380 350 8 0.070 2.7
MCM05021H10D

210
10

482 430 400 9
0.075

2.8
MCM05021H20D 20 0.151
MCM05031H10D

310
10

582 530 500 11
0.086

3.2
MCM05031H20D 20 0.162
MCM05041H10D

410
10

682 630 600 13
0.098

3.6
MCM05041H20D 20 0.174
MCM05051H10D

510
10

782 730 700 15
0.109

4.2
MCM05051H20D 20 0.185

NSK standard specification

Made to order
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L2

L1

L3=(n—1)   100

MYO

MPO

MRO

A

A
Cross-section A-A

4-M6×1.0
Tap depth 10 (thru 6)

2-M3×0.5
Tap depth 5

2×2-M3×0.5
Tap depth 5 (both sides)

4-M5×0.8
Tap depth 8

2-NSK K1

2-M3×0.5
Tap depth 5

2×n-  6 drill thru
  9.5 c’ bore
to bottom thickness 5

No tap for less than 200 strokes

2×2-M3×0.5
Tap depth 4 (both sides)

2×2-M3×0.5
Tap depth 5 (both sides)

Slider2-grease fitting

V=7.8    V=7.8

φ
φ

×

φ

2×4-M3×0.5 (less than 200 strokes)
2×5-M3×0.5 (200 stokes or more)   

Tap depth 4 (both sides)

φ

10

Notes
1. Frictional resistance of NSK K1 is included in the dynamic torque in the table.
2. Grease (Shell AV2) is packed into ball screw and linear guide parts.
3. Consult NSK for life estimates under large moment loads.
4. Stroke limit = stroke + (17.5 [margin] × 2)

MCM06
(Single slider specification) /

Accuracy grade: High grade (H)

Dimension G is 45 and 25(1) is 15 for those marked with*.
Units marked with ✽ are standard stock. Others will be made to order.

Reference number
Nominal stroke Stroke limit Ball screw lead Body length (mm) No. of mounting holes Itertia Mass

(mm) (mm) (mm) L1 L2 L3 n ×10-4(kg•m2) (kg)

*MCM06005H05K
50 85

5
258 190 100 2

0.083
2.7

*MCM06005H10K 10 0.087
✽ MCM06010H05K

100 135
5

308 240 200 3
0.103

3.0
✽ MCM06010H10K 10 0.092
✽ MCM06020H05K

200 235
5

408 340 300 4
0.142

3.8
✽ MCM06020H10K 10 0.121
✽ MCM06030H05K 5 0.180
✽ MCM06030H10K 300 335 10 508 440 400 5 0.150 4.5
✽ MCM06030H20K 20 0.196
✽ MCM06040H05K 5 0.219
✽ MCM06040H10K 400 435 10 608 540 500 6 0.180 5.2
✽ MCM06040H20K 20 0.225

MCM06050H05K 5 0.258
MCM06050H10K 500 535 10 708 640 600 7 0.209 6.0
MCM06050H20K 20 0.255
MCM06060H10K

600 635
10

808 740 700 8
0.239

6.7
MCM06060H20K 20 0.284

✽ MCM06070H10K
700 735

10
908 840 800 9

0.268
7.4

✽ MCM06070H20K 20 0.314
MCM06080H10K

800 835
10

1008 940 900 10
0.298

8.1
MCM06080H20K 20 0.343

NSK standard specification

Linear guide specification

Basic load Dynamic Ca 11700

rating (N) Static Coa 17000

Preload (N) 118

Static MRO 415

moment MPO 174
(N·m) MYO 174

Ball screw specification

Shaft diameter (mm) 16 15

Lead (mm) 5 10 20

Effective turns 2.5 × 1 2.5 × 1 1.5 × 1

Basic load Dynamic Ca 7310 7060 4560
rating (N) Static Coa 13500 12700 7750

Monocarrier dynamic torque specification (N·cm)

Ball screw lead
5 1.9–7.4

(mm) 10 2.2–8.6

20 2.8–11.0

Standard inventory (Listed with pink ground color)
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Reference number
Nominal stroke Ball screw lead Body length (mm) No. of mounting holes Inertia Mass

(mm) (mm) L1 L2 L3 n ×10-4(kg•m2) (kg)

MCM06011H05D
110

5
408 340 300 4

0.145
4.4

MCM06011H10D 10 0.136
MCM06021H05D 5 0.184
MCM06021H10D 210 10 508 440 400 5 0.166 5.1
MCM06021H20D 20 0.257
MCM06031H05D 5 0.233
MCM06031H10D 310 10 608 540 500 6 0.195 5.8
MCM06031H20D 20 0.286
MCM06041H05D 5 0.262
MCM06041H10D 410 10 708 640 600 7 0.224 6.6
MCM06041H20D 20 0.316
MCM06051H10D

510
10

808 740 700 8
0.254

7.3
MCM06051H20D 20 0.345
MCM06061H10D

610
10

908 840 800 9
0.283

8.0
MCM06061H20D 20 0.375
MCM06071H10D

710
10

1008 940 900 10
0.313

8.7
MCM06071H20D 20 0.404

NSK standard specification

MCM06
(Double slider specification) / Accuracy grade: High grade (H)

100

206

103.6

60

44

40

2115

10

16

25 60 60 (25) 28

13

2

24

52

14
10

(7)

15
18

(20)

18

6

46 3246

103.6

60

44

40

21

15

7.
5

50

58

47 36

25

57

46

34

59

   36h7
0

—0.025

  8
h60
—

0.
00

8

L2

L1

L3=(n—1)×100

MYOMYO

MPOMPO

MRO

A

A
Cross-section A-A

4-M6×1.0
Tap depth 10 (thru 6)

2-M3×0.5
Tap depth 5

2×2-M3×0.5
Tap depth 5 (both sides)

4-M5×0.8
Tap depth 8

4-M5×0.8
Tap depth 8

2-M3×0.5
Tap depth 5

2×n-  6 drill thru
  9.5 c’ bore 
to bottom thickness 5

4-NSK K1

No tap for less than 130 strokes

2×4-M3×0.5 (less than 130 strokes)
2×5-M3×0.5 (130 strokes or more)  

Tap depth 4 (both sides)

2×2-M3×0.5
Tap depth 4
(both sides)

2×2-M3×0.5
Tap depth 5 (both sides)

2×2-M3×0.5
Tap depth 5 
(both sides)

2-grease fittingSlider2-grease fitting Subslider

φ
φ

φ

φ

Notes
1. Frictional resistance of NSK K1 is included in the dynamic torque in the table.
2. Grease (Shell AV2) is packed into ball screw and linear guide parts.
3. Consult NSK for life estimates under large moment loads.
4. Stroke limit = stroke + (11.4 [margin] × 2)
5. Static moment is a value when two sliders equipped with NSK K1 are butted

against each other.

Linear guide specification

Basic load Dynamic Ca 11700
rating (N) Static Coa 17000

Preload (N) 118

Static MRO 825

moment MPO 1220
(N·m) MYO 1220

Ball screw specification

Shaft diameter (mm) 16 15

Lead (mm) 5 10 20

Effective turns 2.5 × 1 2.5 × 1 1.5 × 1

Basic load Dynamic Ca 7310 7060 4560
rating (N) Static Coa 13500 12700 7750

Monocarrier dynamic torque specification (N·cm)

Ball screw lead
5 2.3–8.5

(mm) 10 2.7–10.9

20 4.0–15.9

Made to order
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L =133.2

L3=(n—1)×100

MPO

80

50

44

20

10
h6

0
—

0.
00

9

L2

L1

MYO

265050

12

24

30

33

(8)10

51

(35)60

(G:35) 7

7

30

35

14

60

G:357

A

A100

26

17

50

MRO

N
S

K
  JA

P
A

N
W

80

44

44

38

54h7
0

—0.03

30

54

78

80

5460

61.5

18

15

2×2-M3×0.5
Tap depth 6 (both sides)

No tap for less than 200 strokes

2×4-M3×0.5 (less than 200 strokes)
2×5-M3×0.5 (200 stokes or more)   

Tap depth 4 (both sides)

2×2-M3×0.5
Tap depth 6 (both sides)

Cross-section A-A

2-M3×0.5
Tap depth 6

4-M4×0.7
Tap depth 8

4-M6×1.0
Tap depth 10

2×4-M3×0.5
Tap depth 6 (both sides)

2-M3×0.5
Tap depth 6

2-NSK K1

2-M4×0.7
Tap depth 8

2×n-  7 drill thru
  11 c’ bore
to bottom thickness 5

Travel stopper part
(NBR)

2-grease fitting

V=8   V–8

φ
φ

φ

φ

12

Notes
1. Frictional resistance of NSK K1 is included in the dynamic torque in the table.
2. Grease (Shell AV2) is packed into ball screw and linear guide parts.
3. Consult NSK for life estimates under large moment loads.
4. Stroke limit = stroke + (17.5 [margin] × 2)

MCM08
(Single slider specification) /

Accuracy grade: High grade (H)

Dimension G is 60 for those marked with*.
Units marked with ✽ are standard stock. Others will be made to order.

Reference number
Nominal stroke Stroke limit Ball screw lead Body length (mm) No. of mounting holes Inertia Mass

(mm) (mm) (mm) L1 L2 L3 n ×10-4(kg•m2) (kg)

*MCM08005H05K 50 85 5 285 220 100 2 0.101 4.1
MCM08010H05K 100 135 5 335 270 200 3 0.120 4.6

✽ MCM08010H10K 10 0.114
*MCM08015H05K 150 185 5 385 320 200 3 0.139 5.1
MCM08020H05K 200 235 5 435 370 300 4 0.159 5.5

✽ MCM08020H10K 10 0.144
✽ MCM08030H10K

300 335
10

535 470 400 5
0.173

6.5
✽ MCM08030H20K 20 0.244
✽ MCM08040H10K

400 435
10

635 570 500 6
0.203

7.4
✽ MCM08040H20K 20 0.279
✽ MCM08050H10K

500 535
10

735 670 600 7
0.232

8.4
✽ MCM08050H20K 20 0.308
✽ MCM08060H10K 600 635 10 835 770 700 8 0.262 9.3

MCM08060H20K 20 0.338
MCM08070H10K

700 735
10

935 870 800 9
0.291

10.5
MCM08070H20K 20 0.367
MCM08080H10K

800 835
10

1035 970 900 10
0.320

11.2
MCM08080H20K 20 0.396

NSK standard specification

Ball screw specification

Shaft diameter (mm) 16 15

Lead (mm) 5 10 20

Effective turns 2.5 × 1 2.5 × 1 1.5 × 1

Basic load Dynamic Ca 7310 7060 4560
rating (N) Static Coa 13500 12700 7750

Monocarrier dynamic torque specification (N·cm)

Ball screw lead
5 1.0–5.9

(mm)
10 2.0–7.8

20 2.0–10.8

Standard inventory (Listed with pink ground color)

Linear guide specification

Basic load Dynamic Ca 14300
rating (N) Static Coa 22800

Preload (N) 147

Static MRO 770

moment MPO 300
(N·m) MYO 300
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Reference number
Nominal stroke Ball screw lead Body length (mm) No. of mounting holes Inertia Mass

(mm) (mm) L1 L2 L3 n ×10-4(kg•m2) (kg)

MCM08008H10D 80 10 435 370 300 3 0.169 6.5
MCM08018H10D

180
10

535 470 400 5
0.199

7.5
MCM08018H20D 20 0.351
MCM08028H10D

280
10

635 570 500 6
0.228

8.4
MCM08028H20D 20 0.380
MCM08038H10D

380
10

735 670 600 7
0.257

9.4
MCM08038H20D 20 0.409
MCM08048H10D

480
10

835 770 700 8
0.287

10.3
MCM08048H20D 20 0.439
MCM08058H10D

580
10

935 870 800 9
0.316

11.5
MCM08058H20D 20 0.468
MCM08068H10D

680
10

1035 970 900 10
0.346

12.2
MCM08068H20D 20 0.498

NSK standard specification

MCM08
(Double slider specification) / Accuracy grade: High grade (H)

7

133.2

L3=(n—1)×100

MPO

80

50

44

20

   
10

h60
—

0.
00

9

L2

L1

2650

12
24

30

33

(8)10

51

(35)60

(35) 7

7

30

35

14

60

357

A

A100
26

17

50

MRO

N
S

K
  JA

P
A

N
W

80

44

44

38

54h7
0

—0.03

30

54

78

80

5460

61.5

15

18

133.2

MPO

80

50

44

20

12
24

2×2-M3×0.5
Tap depth 6
(both sides)

No tap for less than 95 strokes

2×4-M3×0.5 (less than 95 strokes)
2×5-M3×0.5 (95 strokes or more)  

Tap depth 4 (both sides)

2×2-M3·0.5
Tap depth 6
(both sides)

Cross-section A-A

2-M3×0.5
Tap depth 6

4-M4×0.7
Tap depth 8

2×4-M3×0.5
Tap depth 6 (both sides)

2×4-M3×0.5
Tap depth 6 (both sides)

2-M3×0.5
Tap depth 6

2-M4×0.7
Tap depth 8

2×n-  7 drill thru
  11 c’ bore
to bottom thickness 5

Travel stopper part
(NBR)

Travel stopper
(NBR)

MYO

50

MYO

50

4-M6×1.0
Tap depth 10

4-M6×1.0
Tap depth 10

Slider Subslider2-grease fitting2-grease fitting

4-NSK K1φ
φ

φ

φ

Ball screw specification

Shaft diameter (mm) 15

Lead (mm) 10 20

Effective turns 2.5 × 1 1.5 × 1

Basic load Dynamic Ca 7060 4560
rating (N) Static Coa 12700 7750

Monocarrier dynamic torque specification (N·cm)

Ball screw lead 10 2.5–10.8
(mm) 20 4.0–17.2

Linear guide specification

Basic load Dynamic Ca 14300
rating (N) Static Coa 22800

Preload (N) 147

Static MRO 1540

moment MPO 2050
(N·m) MYO 2050

Made to order

Notes
1. Frictional resistance of NSK K1 is included in the dynamic torque in the table.
2. Grease (Shell AV2) is packed into ball screw and linear guide parts.
3. Consult NSK for life estimates under large moment loads.
4. Stroke limit = stroke + (11.8 [margin] × 2)
5. Static moment is a value when two sliders equipped with NSK K1 are butted

against each other.

150 mm for reference number marked by .
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100

97

66

52

63h7

70 62 52

36

48

72

0
—0.03

L2

60

12
h6

32

18

7

0
—

0.
01

1

49

15

67

(14)

(40)

L =146.6

90

60

44

20

12
28

L1

7(G:40)L3=(n—1)×100

60 3060

MPO

MYO

60

7

40

7 G:40

30
32

50

MRO

A

A

15

31

100

20

2×2-M3×0.5
Tap depth 6
(both sides)

2×4-M3×0.5 (less than 200 strokes)
2×5-M3×0.5 (200 stokes or more)   

Tap depth 6 (both sides)

2×2-M3×0.5
Tap depth 6
(both sides)

Cross-section A-A

2-M3×0.5
Tap depth 6

4-M5×0.8
Tap depth 9

4-M6×1.0
Tap depth 10

2×4-M3×0.5
Tap depth 6 (both sides)

2-M3×0.5
Tap depth 6

2-M4×0.7
Tap depth 8

2×n-  7 drill thru
  11 c’ bore
to bottom thickness 8

No tap for less than 200 strokes

Travel stopper
(NBR)

2-grease fitting

V=9V=9

2-NSK K1

N
S

K
  JA

P
A

N
W

100

φ
φ

φ

φ

14

Notes
1. Frictional resistance of NSK K1 is included in the dynamic torque in the table.
2. Grease (Shell AV2) is packed into ball screw and linear guide parts.
3. Consult NSK for life estimates under large moment loads.
4. Stroke limit = stroke + (15 [margin] × 2)

MCM10
(Single slider specification) /

Accuracy grade: High grade (H)

Dimension G is 90 for those marked with*.
Units marked with ✽ are standard stock. Others will be made to order.

Reference number
Nominal stroke Stroke limit Ball screw lead Body length (mm) No. of mounting holes Inertia Mass

(mm) (mm) (mm) L1 L2 L3 n ×10-4(kg•m2) (kg)

✽ MCM10020H10K 200 230 10 462 380 300 4 0.425 9.5
✽ MCM10030H10K

300 330
10

562 480 400 5
0.519

11.2
✽ MCM10030H20K 20 0.633
✽ MCM10040H10K

400 430
10

662 580 500 6
0.612

13.0
✽ MCM10040H20K 20 0.726

MCM10050H10K 500 530 10
762 680 600 7

0.706
14.6

MCM10050H20K 20 0.820
✽ MCM10060H10K 600 630 10 862 780 700 8 0.800 16.3

MCM10060H20K 20 0.914
MCM10070H10K

700 730
10

962 880 800 9
0.893

18.0
MCM10070H20K 20 1.007

✽ MCM10080H10K 800 830 10 1062 980 900 10 0.987 19.7
MCM10080H20K 20 1.101
MCM10090H10K

900 930
10

1162 1080 1000 11
1.081

21.4
MCM10090H20K 20 1.195

*MCM10100H10K
1000 1030

10
1262 1180 1000 11

1.174
23.1

*MCM10100H20K 20 1.288

NSK standard specification

Ball screw specification

Shaft diameter (mm) 20

Lead (mm) 10 20

Effective turns 2.5 × 1 1.5 × 1

Basic load Dynamic Ca 10900 7060
rating (N) Static Coa 21700 12700

Monocarrier dynamic torque specification (N·cm)

Ball screw lead 10 2.7–10.8
(mm) 20 3.1–12.7

Linear guide specification

Basic load Dynamic Ca 19600
rating (N) Static Coa 29400

Preload (N) 196

Static MRO 1170

moment MPO 425
(N·m) MYO 425

Standard inventory (Listed with pink ground color)
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1. Frictional resistance of NSK K1 is included in the dynamic torque in the table.
2. Grease (Shell AV2) is packed into ball screw and linear guide parts.
3. Consult NSK for life estimates under large moment loads.
4. Stroke limit = stroke + (8.4 [margin] × 2)
5. Static moment is a value when two sliders equipped with NSK K1 are butted

against each other.

100

97

66

52

63h7

70 62 52

36

48

72

0
—0.03

L2

60

12
h6

32

18

7

0
—

0.
01

1

49

2015

67

(14)

(40)

146.6

90

60

44

20

12
28

L1

7(G:40)L3=(n—1)×100

60 3060

MPO

MYO

60

7

40

7 G:40

30
32

50

MRO

N
S

K
  JA

P
A

N
W

100

A

A

15

31
100

60

MYO

12

28

146.6

90

60

44

20

MPO

2×2-M3×0.5
Tap depth 6 (both sides)

2×2-M3×0.5
Tap depth 6 (both sides)

Cross-section A-A

2-M3×0.5
Tap depth 6

4-M5×0.8
Tap depth 9

4-M6×1.0
Tap depth 10

4-M6×1.0
Tap depth 10

2×4-M3×0.5
Tap depth 6 (both sides)

2×4-M3×0.5
Tap depth 6 (both sides)

2-M3×0.5
Tap depth 6

2-M4×0.7
Tap depth 8

2×n-  7 drill thru
  11 c’ bore
to bottom thickness 8

Travel stopper
(NBR)

Travel stopper
(NBR)

Slider Subslider2-grease Fitting2-grease fitting

No tap for less than 70 strokes

2×4-M3×0.5 (less than 70 strokes)
2×5-M3×0.5 (70 strokes or more)  

Tap depth 6 (both sides)

4-NSK K1
φ

φ

φ

φ

MCM10
(Double slider specification) / Accuracy grade: High grade (H)

Dimension G is 90 mm  for those marked with *, and 150 mm for that marked with .

Reference number
Nominal stroke Ball screw lead Body length (mm) No. of mounting holes Inertia Mass

(mm) (mm) L1 L2 L3 n ×10-4(kg•m2) (kg)

MCM10007H10D 70 10 462 380 300 3 0.463 11.0
MCM10017H10D

170
10

562 480 400 5
0.557

12.7
MCM10017H20D 20 0.785
MCM10027H10D

270
10

662 580 500 6
0.650

13.4
MCM10027H20D 20 0.878
MCM10037H10D

370
10

762 680 600 7
0.744

15.1
MCM10037H20D 20 0.972
MCM10047H10D

470
10

862 780 700 8
0.838

17.8
MCM10047H20D 20 1.066
MCM10057H10D

570
10

962 880 800 9
0.931

19.5
MCM10057H20D 20 1.159
MCM10067H10D

670
10

1062 980 900 10
1.025

21.2
MCM10067H20D 20 1.253

*MCM10087H10D
870

10
1262 1180 1000 11

1.212
23.6

*MCM10087H20D 20 1.440

NSK standard specification

Ball screw specification

Shaft diameter (mm) 20

Lead (mm) 10 20

Effective turns 2.5 × 1 1.5 × 1

Basic load Dynamic Ca 10900 7060
rating (N) Static Coa 21700 12700

Monocarrier dynamic torque specification (N·cm)

Ball screw lead 10 4.2–15.6
(mm) 20 5.0–19.6

Linear guide specification

Basic load Dynamic Ca 19600
rating (N) Static Coa 29400

Preload (N) 196

Static MRO 2340

moment MPO 2940
(N·m) MYO 2940

Made to order

www.bergab.ru Берг АБ bergab@ya.ru Тел. (495)-228-06-21, факс (495) 223-3071

www.bergab.ru Берг АБ bergab@ya.ru Тел. (495)-228-06-21, факс (495) 223-3071



(B) Cover unit
(optional)

(A) Motor bracket
(optional)

Monocarrier
module
(M series)

(C) Sensor unit
(optional)

NSK K1

9. Optional Components

9.1 Optional components
Monocarrier M series offers optional parts as standard inventory.
Note: Optional components are sold separately from the main unit. Please contact NSK for details.

(A) Motor bracket: bracket for mounting motor is available. (P. 22 – 34)

(B) Cover unit: top cover and side cover are available. (P. 17 – 19)

(C) Sensor unit: sensor and sensor-mounting parts are available. (P. 19 – 22)

NSK offers combination sets for (A) to (C) above as well as for motors (MCE series). Please contact NSK for details.

Figure 6  Optional components for MCM10 (example)

16
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17

Maintenance-free Series MCM Monocarrier

Composition of reference number (example)

NSK Monocarrier Cover Unit for MCM03 (for lead 10 and 12) Optional

Parts Part name Quantity per set Notes

(1) Top cover 1
SPCC(2) Side cover 1

Baked finish with
(3) Side cover 1 black semi-gloss
(4) Cover mounting plate 1

(5) Cover mounting plate 1 A5052
(6) Cover mounting plate 1 Black anodized aluminum

(7) Hexagon socket head cap bolt 2 M3 × 6

(8) Hexagon socket head cap bolt 2 M3 × 16

(9) Countersunk head screw 4 M3 × 5

(10) Hexagon socket button head screw 4 M3 × 5

Stroke Reference number L

50 MC-CV03005-00 139

100 MC-CV03010-00 214

150 MC-CV03015-00 264

200 MC-CV03020-00 314

250 MC-CV03025-00 364

Monocarrier Serial number 
(standard)

Nominal size and stroke 
(same as MCM main unit)

Cover unit

MC CV 03010 00

NSK Monocarrier Cover Unit for MCM05 Standard inventory

Unit: mm

7 3 8 1 2 8 5X

82 4X

6

19.5 19

38.5

29

(4
0)

(2
0)

(0
.5

)
(1

)

65

2.6 L 14

7#

7*

Cross-section X-X

Composition of reference number (example)

Stroke Reference number L

50 MC-CV05005-00 200

100 MC-CV05010-00 250

150 MC-CV05015-00 300

200 MC-CV05020-00 350

250 MC-CV05025-00 400

300 MC-CV05030-00 450

400 MC-CV05040-00 550

500 MC-CV05050-00 650

600 MC-CV05060-00 750

Monocarrier Serial number 
(standard)

Nominal size and stroke 
(same as MCM main unit)

Sample: 

Cover unit

MC CV 05020 00

Unit: mm

• * Inside measurement of space for sensor
• # Inside measurement of wiring space for sensor
• The side covers are common to each other (left

and right). When assembling be sure to keep
vertical tolerance as marked with .

• Optional spacer (MC-SP03-00) is required for a
main unit with ball screw lead of 1 and 2 mm.

• If you do not require a sensor unit, a cover unit, of
which space for the sensor is narrowed down, is
available. (The width marked with changes to
46 mm.) 

* Inside measurement of space for sensor
# Inside measurement of wiring space for sensor

Machine screw part number (8) for mounting top
cover is a pan-head screw M3, with 2 mm 
screw head height and 0.5 mm thick flat washer,
totaling 2.5 mm. 
Consider these specifications when determining
interface with other parts.

Parts Part name Quantity per set Notes

(1) Top cover 1 SPCC
(2) Side cover 2 Baked finish with

(3) Cover mounting plate 1 black semi-gloss

(4) Cover mounting plate 1 A5052

(5) Cover mounting plate 1 Black anodized aluminum

(6) Hexagon socket head cap bolt 4 M3 × 8

(7) Countersunk head screw 2 M4 × 8

(8) 12 M3 × 5Cross-recessed pan-head machine
screw with flat washer
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)

24.5 24

48.5

75 31

14#

7.
5*

213

2

4

X

X Cross-section X-X

Composition of reference number (example)

NSK Monocarrier Cover Unit for MCM06 Standard inventory

Stroke Reference number L

50 MC-CV06005-00 175

100 MC-CV06010-00 275

200 MC-CV06020-00 375

300 MC-CV06030-00 475

400 MC-CV06040-00 575

500 MC-CV06050-00 675

600 MC-CV06060-00 775

700 MC-CV06070-00 878

800 MC-CV06080-00 975

Monocarrier Serial number 
(standard)

Nominal size and stroke 
(same as MCM main unit)

Sample: 

Cover unit

MC CV 06030 00

NSK Monocarrier Cover Unit for MCM08 Standard inventory

Unit: mm

(2
)

(1
.5

)

2.6

(6
0)

(3
0)

L 4

36

28.5 28

56.5

90

13
*

5*

27*

73 5 1 2 X6 4

X2 7
Cross-section X-X

Composition of reference number (example)

Stroke Reference number L

100 MC-CV08010-00 298

200 MC-CV08020-00 398

300 MC-CV08030-00 498

400 MC-CV08040-00 598

500 MC-CV08050-00 698

600 MC-CV08060-00 798

700 MC-CV08070-00 898

800 MC-CV08080-00 998

Monocarrier Serial number 
(standard)

Nominal size and stroke 
(same as MCM main unit)

Sample: 

Cover unit

MC CV 08040 00

Unit: mm

* Inside measurement of space for sensor
# Inside measurement of wiring space for sensor

* Inside measurement of space for sensor

Machine screw part number (7) for mounting top
cover is a pan-head screw M3, with 2 mm 
head height and 0.5 mm thick flat washer, 
totaling 2.5 mm. 
Consider these specifications when determining
interface with other parts.

Parts Part name Quantity per set Notes

(1) Top cover 1 SPCC

(2) Side cover 2 Baked finish with

(3) Countersunk head screw 4 black semi-gloss

(4) 8 M3 × 5
Cross-recessed pan-head machine

screw with flat washer

Parts Part name Quantity per set Notes

(1) Top cover 1 SPCC
(2) Side cover 2 Baked finish with

(3) Cover mounting plate 1 black semi-gloss

(4) Cover support 4 Polyacetal

(5) Countersunk head screw 2 M4 × 8

(6) 4 M3 × 10

(7) 8 M3 × 5

Cross-recessed pan-head machine
screw with flat washer

Cross-recessed pan-head machine
screw with flat washer
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0
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Maintenance-free Series MCM Monocarrier

Composition of reference number (example)

NSK Monocarrier Cover Unit for MCM10 Standard inventory

Stroke Reference number L

200 MC-CV10020-00 408

300 MC-CV10030-00 508

400 MC-CV10040-00 608

500 MC-CV10050-00 708

600 MC-CV10060-00 808

700 MC-CV10070-00 908

800 MC-CV10080-00 1008

900 MC-CV10090-00 1108

1000 MC-CV10100-00 1208

Monocarrier Serial number 
(standard)

Nominal size and stroke 
(same as MCM main unit)

Sample: 

Cover unit

MC CV 10060 00

Unit: mm

* Inside measurement of space for sensor

Machine screw part number (7) for mounting top
cover is a pan-head screw M3, with 2 mm head
height and 0.5 mm thick flat washer, totaling 2.5
mm. Consider these specifications when
determining interface with other parts.

9.2 Sensor specification

Item Specification

Power source voltage 12–24V DC

Electric current consumption 15 mA   TYP

Standard value 3 mm (in case of 1.0 mm of gap from magnet)

Product dispersion ±2 mm of standard value

Repeatability ±20µm

Temperature characteristics Within ±1 mm at 20°C between 0°C and 50°C

Hysteresis 0.4mm   TYP

Operating ambient conditions 0°C – 50° 20 – 85% (no condensation)

a- and b-contact point

Signal output 
(output transistor switches ON/OFF by magnetic
flux sensor)
Open collector output

Max. switching current 100mA

Operating principle
Use of Hall effect
S-pole unidirectional magnetic field actuation type

Magnet Ferrite BH MAX. 4MGOe-equivalent

Y

Detecting distance

Gap Y
X

0

1.5

1.0

0.5

1 2 3 4 5mm X

Detecting zone

Sensor

Magnet

S-pole

Red lead wire

Black lead wire

White lead wire

User’s side controller

12–24V DC

OV

Power circuit

Detector

Off-set from center

X

Z
Detecting distance

X

(Y=1.0)

Detecting zone

3

2

1

–3 –2 –1 0 1 2 3 mm Z

Operating

distance

character-

istics

Table 5  Sensor rating and performance

Figure 7  Characteristics (representative sample 1)

Figure 8  Characteristics (representative sample 2)
Figure 9  Reference: circuit diagram and sample of connection 

(in case of b-contact point specification)

The above values are at 25°C unless otherwise noted.

• Install sensor side facing magnet (S-pole). Reverse side does not react with S-pole.
• Add surge suppression for driving inductive load. The sensor is not provided with surge protection and is therefore

vulnerable to damage.
• Consult NSK regarding sensor for MCM03.

Parts Part name Quantity per set Notes

(1) Top cover 1 SPCC
(2) Side cover 2 Baked finish with

(3) Cover mounting plate 1 black semi-gloss

(4) Cover support 4 Polyacetal

(5) Countersunk head screw 2 M4 × 8

(6) 4 M3 × 10

(7) 8 M3 × 5

Cross-recessed pan-head machine
screw with flat washer

Cross-recessed pan-head machine
screw with flat washer
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No. Part name Material Quantity Notes

(1) Sensor 1

(2) SWRCH10A 2 M3 × 0.5 × 5

(3) Square nut SS41 2 M3

Method

Power source voltage 12–24V DC

Electric current consumption 15mA TYP

Contact form a-contact open collector output

Max. switching current 100mA

Operating ambient temperature 0°C–50°C

20

Sensor
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Lead wire
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8
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φ

NSK Monocarrier Sensor Unit for MCM05 Standard inventory

NSK Monocarrier Sensor Unit Standard inventory

Black mold part
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( 1
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Magnet
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Sensor face
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φ

No. Part name Material Quantity Notes

(1) Sensor 1

(2) SWRCH10A 2 M3 × 0.5 × 5

(3) Square nut SS41 2 M3

No. Part name
Quantity

Notes
MC-SR05-00 MC-SR05-01 MC-SR05-02

(1)
Sensor (NSK-made a-contact point) 3 1

Sensor (NSK-made b-contact point) 3 2

(2) Sensor-mounting plate 2 2 2

(3) Magnet yoke 1 1 1

(4) Cross-recessed pan-head machine screw with flat washer 6 6 6 M3 × 5

(5) Nut for sensor 3 3 3 M3

(6) Cross-recessed pan-head machine screw with spring washer 6 6 6 M3 × 5

Reference number (model number)

MC-SR-HSA
Reference number (model number)

MC-SR-HSB

Reference number (model number)

MC-SR05-XX

For sensor specification, refer to “Sensor specification” (P. 19).

Sensor specification Sensor specification

4.5

15
.57

3.
2

60

90

80

3
8.

5

2-  3.5 hole

t=1

2
Sensor mounting plate (SPCC)

φ

3
Magnet yoke

  2-  3.5 hole

Magnet

367 (7)

44

50

5

8

4

3

φ

3 16 3 5

Set gap
0.5~1.0

6 4 2

Flat washer built-in cross-recessed
pan-head machine screw

Hall element, S-pole unidirectional
magnetic field actuation type Method

Power source voltage 12–24V DC

Electric current consumption 15mA TYP

Contact form b-contact open collector output

Max. switching current 100mA

Operating ambient temperature 0°C–50°C

Hall element, S-pole unidirectional
magnetic field actuation type

Flat washer built-in cross-recessed
pan-head machine screw

NSK-made 
a-contact point

NSK-made 
b-contact point

(Assembly drawing)
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Maintenance-free Series MCM Monocarrier

Mold part 

S-pole
Magnet Sensor face

4.4

18.5

2.62.
8

1

( 1
1)

8
15

00
10

.5

12

2-  3.1 thru

Lead wire

1
Sensor

a-contact point: gray
b-contact point: black

φ

Mold part

2-  3.1 hole

Lead wire

18.5

12

10
.5

8
15

00

2.
8

Magnet
S-pole

4.4

Sensor face

2.6 1

( 1
1)

1
Sensor

a-contact point: gray
b-contact point: black

φ

NSK Monocarrier Sensor Unit for MCM06 Standard inventory

NSK Monocarrier Sensor Unit for MCM08 Standard inventory

Reference number (model number)

MC-SR06-XX

Reference number (model number)

MC-SR08-XX
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2
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No. Part name
Quantity

Notes
MC-SR06-00 MC-SR06-01 MC-SR06-02

(1)
Sensor (NSK-made a-contact point) 3 1

Sensor (NSK-made b-contact point) 3 2

(2) Sensor-mounting plate 2 2 2 Blackening

(3) Magnet yoke 1 1 1

(4) Cross-recessed pan-head machine screw with flat washer 6 6 6 M3 × 5

(5) Nut for sensor 3 3 3 M3

(6) Cross-recessed pan-head machine screw with spring washer 6 6 6 M3 × 5

For sensor specification, refer to “Sensor specification” (P. 19).

No. Part name
Quantity

Notes
MC-SR08-00 MC-SR08-01 MC-SR08-02

(1)
Sensor (NSK-made a-contact point) 3 1

Sensor (NSK-made b-contact point) 3 2

(2) Sensor-mounting plate 2 2 2 Blackening

(3) Magnet yoke 1 1 1

(4) Cross-recessed pan-head machine screw with flat washer 6 6 6 M3 × 5

(5) Nut for sensor 6 6 6 M3

(6) Cross-recessed pan-head machine screw with spring washer 6 6 6 M3 × 5

For sensor specification, refer to “Sensor specification” (P. 19).

(Assembly drawing)

(Assembly drawing)
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NSK Monocarrier Sensor Unit for MCM10 Standard inventory

Reference number

MC-SR10-XX
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(Assembly drawing)

NSK Monocarrier Motor Bracket for MCM03 Optional

Reference number

MC-BK03-148-01

Compatible motor

Maker Motor model

Sanyo Denki Co., Ltd. P50B04 (P5 series)

No. Part name
Quantity

Notes
MC-SR10-00 MC-SR10-01 MC-SR10-02

(1)
Sensor (NSK-made a-contact point) 3 1

Sensor (NSK-made b-contact point) 3 2

(2) Sensor-mounting plate 2 2 2 Blackening

(3) Magnet yoke 1 1 1

(4) Cross-recessed pan-head machine screw with flat washer 6 6 6 M3 × 5

(5) Nut for sensor 6 6 6 M3

(6) Cross-recessed pan-head machine screw with spring washer 6 6 6 M3 × 5

For sensor specification, refer to “Sensor specification” (P. 19).

(Assembly drawing)
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Maintenance-free Series MCM Monocarrier
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NSK Monocarrier Motor Bracket for MCM05 Standard inventory

Reference number 

MC-BK05-145-00

Reference number

MC-BK05-146-00

Compatible motor

Makers Motor models

SGM-A3xxx (30W)

Yaskawa Electric Corp. SGM-A5xxx (50W)

SGM-01xxx (100W)

R88M-U03030H/U0303L (30W)

OMRON Corp. R88M-U05030H/U05030L (50W)

R88M-U10030H/U10030L (100W)

Compatible motor

Maker Motor models

MSM3AZAIA (B) (30W)
Matsushita Electric MSM5AZAIA (B) (50W)
Industrial Co., Ltd.

MSM01XAIA (B) (100W)
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NSK Monocarrier Motor Bracket for MCM05 Standard inventory

Reference number

MC-BK05-148-00

Reference number 

MC-BK05-160-00

Compatible motor

Makers Motor models

L5XX (L5 series), U5XX (U5 series), R5XX (R5 series)

Sanyo Denki Co., Ltd. BL865BM002HXE, BL865BM003HXE

ABS865BM002HXR, ABS865BM003HXR

Tamagawa Seiki Co., Ltd. TS3273XX, TS3275XX

Mitsubishi Electric Corp. HA-FE053XX, HA-FE13XX

Compatible motor

Maker Motor models

Sanyo Denki Co., Ltd. L4XX (L4 series), R4XX (R4 series)
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NSK Monocarrier Motor Bracket for MCM06 Standard inventory

Reference number

MC-BK05-250-00

Reference number

MC-BK06-145-00

Compatible motor

Maker Motor models

MSM3AZAIA (B) (30W)
Matsushita Electric MSM5AZAIA (B) (50W)
Industrial Co., Ltd.

MSM01XAIA (B) (100W)

Compatible motor

Makers Motor models

103-7501, 103-7506, 103-7516

Sanyo Denki Co., Ltd. 103-7551, 103-7556, 103-7566

103H7522-XXR, 130G7523-XXR

UPX564XX, CSD564XX

Oriental Motor Co., Ltd. UPX566X, CSD566X

UPX569XX, CSD569XX
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NSK Monocarrier Motor Bracket for MCM06 Standard inventory

Reference number

MC-BK06-146-00

Reference number

MC-BK06-148-00

Compatible motor

Maker Motor models

Sanyo Denki Co., Ltd. L4XX (L4 series), R4XX (R4 series)

Compatible motor

Makers Motor models

SGM-A3xxx (30W)

Yaskawa Electric Corp. SGM-A5xxx (50W)

SGM-01xxx (100W)

R88M-U03030H/U0303L (30W)

OMRON Corp. R88M-U05030H/U05030L (50W)

R88M-U10030H/U10030L (100W)
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NSK Monocarrier Motor Bracket for MCM06 Standard inventory

Reference number 

MC-BK06-160-00

Reference number

MC-BK06-170-00

Compatible motor

Makers Motor models

L5XX (L5 series), U5XX (U5 series), R5XX (R5 series)

Sanyo Denki Co., Ltd. BL865BM002HXE, BL865BM003HXE

ABS865BM002HXR, ABS865BM003HXR

Tamagawa Seiki Co., Ltd. TS3273XX, TS3275XX

Mitsubishi Electric Corp. HA-FE053XX, HAFE013XX

Compatible motor

Makers Motor models

Yaskawa Electric Corp. SGM-02xxx (200W)

OMRON Corp. R88M-U20030H/20030L (200W)
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NSK Monocarrier Motor Bracket for MCM06 Standard inventory

Reference number 

MC-BK06-170-01

Reference number

MC-BK06-250-00

Compatible motor

Makers Motor models

103-7501, 103-7506, 103-7516

Sanyo Denki Co., Ltd. 103-7551, 103-7556, 103-7566

103H7522-XXR, 103H7523-XXR

UPX564XX, CSD564XX

Oriental Motor Co., Ltd. UPX566XX, CSD566XX

UPX569XX, CSD569XX

Compatible motor

Maker Motor model

Matsushita Electric MSM02XAIA (B) (200W)Industrial Co., Ltd.
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Maintenance-free Series MCM Monocarrier
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NSK Monocarrier Motor Bracket for MCM08 Standard inventory

Reference number

MC-BK08-145-00

Reference number

MC-BK08-146-00

Compatible motor

Makers Motor models

Yaskawa Electric Corp. SGM-01xxx (100W)

OMRON Corp. R88M-U10030H/U10030L (100W)

Compatible motor

Maker Motor model

Matsushita Electric MSM01XAIA (B) (100W)
Industrial Co., Ltd.
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NSK Monocarrier Motor Bracket for MCM08 Standard inventory

Reference number

MC-BK08-160-00

Reference number

MC-BK08-170-00

Compatible motor

Makers Motor models

L5XX (L5 series), U5XX (U5 series), R5XX (R5 series)

Sanyo Denki Co., Ltd. BL865BM002HXE, BL865BM003HXE

ABS865BM002HXR, ABS865BM003HXR

Tamagawa Seiki Co., Ltd. TS1981XX, TS3273XX, TS3275XX

Yaskawa Electric Corp. UGRMEM-04XX

Mitsubishi Electric Corp. HA-FE053XX, HAFE013XX

Compatible motor

Makers Motor models

Yaskawa Electric Corp.
SGM-02xxx (200W)

SGM-04xxx (400W)

OMRON Corp.
R88M-U20030H/20030L (200W)

R88M-U40030H/40030L (400W)

www.bergab.ru Берг АБ bergab@ya.ru Тел. (495)-228-06-21, факс (495) 223-3071

www.bergab.ru Берг АБ bergab@ya.ru Тел. (495)-228-06-21, факс (495) 223-3071



Maintenance-free Series MCM Monocarrier
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NSK Monocarrier Motor Bracket for MCM08 Standard inventory

Reference number 

MC-BK08-170-01

Reference number 

MC-BK08-250-00

Compatible motor

Makers Motor models

103-7501, 103-7506, 103-7516, 

Sanyo Denki Co., Ltd. 103-7551, 103-7556, 103-7566

103H7522-XXR, 103H7523-XXR

UPX564XX, CSD564XX

Oriental Motor Co., Ltd. UPX566XX, CSD566XX

UPX569XX, CSD569XX

Compatible motor

Maker Motor models

Matsushita Electric MSM02XAIA (B) (200W)
Industrial Co., Ltd. MSM04XAIA (B) (400W)
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NSK Monocarrier Motor Bracket for MCM08 Standard inventory

Reference number 

MC-BK08-190-00

Reference number 

MC-BK08-270-00

Compatible motor

Makers Motor models

L7XX (L7 series), U7XX (U7 series), R7XX (R7 series)

Sanyo Denki Co., Ltd. BL865BM007HXE, BL865BM010HXE

ABS865BM007HXR, ABS865BM010HXR

Tamagawa Seiki Co., Ltd. TS3277XX, T4077XX

Mitsubishi Electric Corp. HA-SC23XX (B), HA-FE23, HA-FE33, HA-SO203 (B)

Yaskawa Electric Corp.
USASEM-03A32, -05A32, -03AS2, -05AS2

USACEM-02AA2, -03AA2, UGRMEM-04XX

OMRON Corp. R88M-S20030, -S30030, -M20030, -M30030

Compatible motor

Makers Motor models

Sanyo Denki Co., Ltd.
103-8541, -8542, -8543, -8571

103-8572, -8573, -8575

Oriental Motor Co., Ltd. UPX596, 599, 5913(Assembly drawing)
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Maintenance-free Series MCM Monocarrier
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NSK Monocarrier Motor Bracket for MCM10 Standard inventory

Compatible motor

Makers Motor models

Yaskawa Electric Corp.
SGM-02xxx (200W)

SGM-04xxx (400W)

OMRON Corp.
R88M-U20030H/20030L (200W)

R88M-U40030H/40030L (400W)

Compatible motor

Maker Motor models

Matsushita Electric MSM02XAIA (B) (200W)

Industrial Co., Ltd. MSM04XAIA (B) (400W)

Reference number 

MC-BK10-170-01

Reference number 

MC-BK10-170-00

www.bergab.ru Берг АБ bergab@ya.ru Тел. (495)-228-06-21, факс (495) 223-3071

www.bergab.ru Берг АБ bergab@ya.ru Тел. (495)-228-06-21, факс (495) 223-3071



4620

Motor

12

Monocarrier
main body
(MCM10~)

12 3

2 Hexagon socket head cap bolt
(M5×0.8 underhead length 30)

3 Hexagon socket head cap bolt
(M5×0.8 underhead length 18) 20

5924

12
12

50

36

22

80

66

22

24

95

5262

20

12

86

86

YY

70

70

 5
1

 5
0 1

Motor bracket (A1)
(Black anodized aluminum)

+0
.1

0
+0

.0
5

60

4-  6 thru

Cross section Y-Y

+0
.0

40

+0
.0

10

63
G7

3
4-M5×0.8 tap thru

φ

φ
φ

φ φ

φ

4620

12

Motor
Monocarrier
main body
(MCM10~)

12 3

2
Hexagon socket head cap bolt
(M5×0.8 underhead length 30)

3
Hexagon socket head cap bolt
(M5×0.8 underhead length 18)

86

86

4-M5×0.8 tap
PCD90, 90° equally spaced

+0
.1

0
+0

.0
5

70

4

20

22

22

24

95

20

12

5924

12
12

50

Y
1 Motor bracket (A1)

(Black anodized aluminum)

36

80

66

5262

4-  6 thru
+0

.0
40

+0
.0

10

63
G7

51 5
0

Cross section Y-Y

Y

φ

φ

φ
φ

φ

thru

34

NSK Monocarrier Motor Bracket for MCM10 Standard inventory

NSK Monocarrier Motor Bracket for MCM10 Standard inventory

Compatible motor

Makers Motor models

Sanyo Denki Co., Ltd.
103-8541, -8542, -8543, -8571

103-8572, -8573, -8575

Oriental Motor Co., Ltd. UPX596, 599, 5913

Reference number 

MC-BK10-190-00

Reference number 

MC-BK10-270-00

Compatible motor

Makers Motor models

L7XX (L7 series), U7XX (U7 series), R7XX (R7 series)

Sanyo Denki Co., Ltd. BL865BM007HXE, BL865BM010HXE

ABS865BM007HXR, ABS865BM010HXR

Tamagawa Seiki Co., Ltd. TS3277XX, T4077XX

Mitsubishi Electric Corp. HA-SC23XX (B), HA-FE23, HA-FE33, HA-SO203 (B)

Yaskawa Electric Corp.
USASEM-03A32, -05A32, -03AS2, -05AS2

USACEM-02AA2, -03AA2, UGRMEM-04XX

OMRON Corp. R88M-S20030, -S30030, -M20030, -M30030

(Assembly drawing)

(Assembly drawing)
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