






Data and Dimensions

Part No. A B

(stroke)

C D E F G H I J K

(A/F)

SHA3625 165 23.8 108.9 M36 x 1.5 22.2 6.4 9.5 10.9 15 25.4 6.4

L

41.4

SHA3650 251.9 49.2 170.4 M36 x 1.5 22.2 6.4 9.5 10.9 15 25.4 6.4 41.4

UNIVERSAL 
MOUNT 

A B C D E F G H I

UM10 M10 x 1.0 25.4 38.1 12.7 N/A 25.4 8.1 4.6 5.3

UM12 M12 x 1.0 25.4 38.1 12.7 N/A 25.4 8.1 4.6 5.3

UM14 

UM20

M14 x 1.5

M20 x 1.5

29

35

45

46

16

16

N/A

25.4

35

35

8.1

8.1

4.6

5.6

5.3

10.4

UM25 M25 x 1.5 35 46 16 25.4 35 8.1 5.6 10.4

UM36 M36 x 1.5 44.5 50.8 9.5 27 46.3 N/A 5.6 N/A

SHOCK 
ABSORBER

SOFT
PAD

SH10 SP10

SH12 SP12

SH14 

SH/SHA20

SP14

SP20

SH25 SP25

SHA25 SP25A

Lock Nut Soft Pad       Material: Polyurethane

Universal Mounts

Adjustable, Full Threaded Body Shock Absorbers

SHOCK 
ABSORBER

LOCK
NUT

SH10 LN10

SH12 LN12

SH14 

SH/SHA20

LN14

LN20

SH/SHA25 LN25

SHA36 LN36

11

Adjuster

Locking Mechanism

Lock Nut, Soft Pad and Universal Mount part numbers correspond with the part number of the Full Threaded Body Shock
Absorber these accesories are to be used with.
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Data and Dimensions

Stop Collar - for use only with rear flanged shock absorbers, series SHA45/67R

Part No.

SC45R

A

35

B

25.8

C

39.7

D

54

SC67R 48.4 36.1 54 79.4

Positive Stop Bars - for use only with front flanged shock absorbers, series SHA45/67F

Part No.

SB45F

A

38.1

B

25.8

C

79.4

D

57.2

E

41.3

F

12.7

G

5/16 - 18

H

19

SB67F 51.6 36.1 88.9 88.9 69.9 12.7 3/8 - 16 19

Part No.

SHA4525F

SHA4550F

A

144.5

195.3

B

50

75.4

C

N/A

N/A

D

24.6

24.6

E

38.1

38.1

F

44.5

44.5

G

12.7

12.7

H

29.4

29.4

I

47.2

59.9

J

1/8 NPT

1/8 NPT

K

14.3

14.3

L

57.2

57.2

M

41.3

41.3

N

76.2

76.2

O

60.3

60.3

P

8.7

8.7

SHA4575F

SHA6750F

SHA67100F

246.1

225.4

327

100.8

85.7

136.5

N/A

N/A

N/A

24.6

34.9

34.9

38.1

50.8

50.8

44.5

66.7

66.7

12.7

15.9

15.9

29.4

34.9

34.9

76.6

69.8

95.3

1/8 NPT

1/4 NPT

1/4 NPT

14.3

20.6

20.6

57.2

88.9

88.9

41.3

69.8

69.8

76.2

N/A

N/A

60.3

N/A

N/A

8.7

10.3

10.3

SHA4525R

SHA4550R

144.5

195.3

50

75.4

119.1

144.5

N/A

N/A

38.1

38.1

44.5

44.5

12.7

12.7

29.4

29.4

47.2

59.9

1/8 NPT

1/8 NPT

14.3

14.3

57.2

57.2

41.3

41.3

76.2

76.2

60.3

60.3

8.7

8.7

SHA4575R

SHA6750R

SHA67100R

246.1

225.4

327

100.8

85.7

136.5

169.9

174.6

225.4

N/A

N/A

N/A

38.1

50.8

50.8

44.5

66.7

66.7

12.7

15.9

15.9

29.4

34.9

34.9

76.6

69.8

95.3

1/8 NPT

1/4 NPT

1/4 NPT

14.3

20.6

20.6

57.2

88.9

88.9

41.3

69.8

69.8

76.2

N/A

N/A

60.3

N/A

N/A

8.7

10.3

10.3

J = oil hole size for external accumulator (available on request)
Flanges are rectangular for size 45 shock absorbers and square for size 67 shock absorbers.
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Fixed Flange Adjustable Shock Absorbers
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Installation

Adjustment

Ordering Details

13

UNIVERSAL
MOUNTING
PLATE

CUSTOMER
SUPPLIED EXTERNAL
POSITIVE STOP

STOP COLLAR
protects shock absorber piston 
from bottoming out. Optional collar
available for SHA25

SINGLE LOCK NUT
ensures positive
locking in tapped
mounting hole

STUD MOUNT
in threaded blind tapped
hole, using lock nut

THRU-HOLE MOUNT
arrangement is used for
mounting in clearance
holes

Simply order the part number of the shock absorber and any accessories required, together with the
quantity, for example: 

4 x SHA25 Adjustable Full Threaded Body Shock Absorber, size 25
4 x SP25 Soft Pads for Shock Absorber SHA25

Important Notes:
Adjustable and Non-Adjustable Full Threaded Body Shock Absorbers are supplied with one Lock Nut
as standard. Certain mounting arrangements (see above) may require additional Lock Nuts – these
should be ordered as separate items, referring to the table at the bottom of page 11 for the correct part
number.

Universal Mounts for full threaded body models and Positive Stop Bars for fixed flange models are not
supplied with fixing screws as length will be application dependent – see the relevant table for screw
sizes required.

External Accumulators are not standard items in the fixed flange range, but can be obtained by Hepco
to special order on extended delivery times.

Soft Pads are not available for shock absorber SHA36.

Stop Collar for Shock Absorber SHA25 is optional and should be ordered as a separate item, part
number SC25.

Adjustable and Non–Adjustable Full Threaded Body Models

Hepco Shock Absorbers are supplied with the adjustment set at the mid position between hard and soft.
To adjust, use a hex key to unlock the adjuster. If the initial impact is abrupt, then the shock absorber
is set too hard, use a screwdriver to gradually rotate the adjuster towards "soft" or "18". If there is a
hard impact at the end of the stroke then the initial setting is too soft, turn the adjuster towards "hard"
or "0". The correct setting is indicated by deceleration through the entire operating stroke, without any
abrupt shocks. When the correct setting is found, lock the adjuster screw with the hex key.
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GV3
Linear Guidance and 
Transmission System

HDS
Heavy Duty Slide System

HPS
Powerslide-2 Guided

Rodless Cylinder

DLS
Linear Transmission and 

Positioning System

UtiliTrak
Lightweight U Channel

Guideway

BSP
Ballscrew Premier

DTS
Driven Track System

MCS
Aluminium Frame and 

Machine Construction System

Single Edge Slide System

Vee Slide Linear
Guidance Systems

PDU2
Profile Driven Unit 

Lower Moor Business Park, Tiverton Way, Tiverton, Devon, England EX16 6TG
Tel: +44 (0)1884 257000  Fax: +44 (0)1884 243500

E-mail: sales@hepcomotion.com

HepcoMotion®

HepcoMotion®

For further information on HepcoMotion® products – 
please request our leaflet ‘FPL’ 

CATALOGUE No. SH 04 UK © 2005 Hepco Slide Systems Ltd.
Reproduction in whole or part without prior authorisation from Hepco is prohibited. Although every effort has been made to ensure the accuracy of the information in this
catalogue, Hepco cannot accept liability for any omissions or errors. Hepco reserves the right to make alterations to the product resulting from technical developments.
Many Hepco products are protected by: Patents, Copyright, Design Right or Registered Design. Infringement is strictly prohibited and may be challenged in law.The
Customer’s attention is drawn to the following clause in Hepco’s conditions of sale:
‘It shall be the Customer’s sole responsibility to ensure that goods supplied by Hepco will be suitable or fit for any particular application or purpose of the Customer, whether
or not such application or purpose is known to Hepco. The Customer will be solely responsible for any errors in, or omissions from, any specifications or information the
Customer provides. Hepco will not be obliged to verify whether any such specifications or information are correct or sufficient for any application or purpose.’
Hepco’s full conditions of sale are available on request and will apply to all quotations and contracts for the supply of items detailed in this catalogue.
HepcoMotion is the trading name of Hepco Slide Systems Ltd.

LoPro
Aluminium Based 

Slide System

Product Range

HDLS
Heavy Duty Driven 

Linear System

SL2
Stainless Steel Based 

Slide System

PRT
Ring Slides and

Track System

HepcoMotion® – Exclusive European partners and distributors for Bishop-Wisecarver since 1984.

Product Range

HTS
Telescopic Ball 
Bearing Slides

LBG
Linear Ball Guides

PSD120
Profile Screw Driven Unit
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