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V-ring seals

1855-1905 1753 67,5 100 13 d1+24 d1+115 85±12 VR5 R CR 471900

1925-1975 1765 6 10,5 6,5 d1+5 d1+20 8,0±1,5 VR3 R CR 419502

1925-1975 1765 6 10,5 6,5 d1+5 d1+20 8,0±1,5 VR3 V CR 419506

1920-1970 1765 14,3 25 15 d1+10 d1+45 20,0±4 VR1 R CR 419500

1905-1955 1794 32,5 65 21 d1+24 d1+115 50±12 VR6 R CR 471951

1905-1955 1794 32,5 65 30 d1+24 d1+115 50±12 VR4 R CR 419503

1905-1955 1794 67,5 100 13 d1+24 d1+115 85±12 VR5 R CR 471950

1975-2025 1810 6 10,5 6,5 d1+5 d1+20 8,0±1,5 VR3 R CR 420002

1975-2025 1810 6 10,5 6,5 d1+5 d1+20 8,0±1,5 VR3 V CR 420006

1970-2020 1810 14,3 25 15 d1+10 d1+45 20,0±4 VR1 R CR 420000

1955-2010 1844 32,5 65 30 d1+24 d1+115 50±12 VR4 R CR 420003

1955-2010 1844 67,5 100 13 d1+24 d1+115 85±12 VR5 R CR 472000

d d
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V-ring seals – Metric sizes
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Design Lip 

code

Select the larger V-ring when the dimension d1 is on the boundary between two sizes of V-ring. 
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Industrial shaft seals
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V-ring seals – Inch sizes

0.110-0.140 3 .100 .060 .080 .120 .040 .160 .100±.012 VR1 R CR 400030

0.110-0.140 3 .100 .060 .080 .120 .040 .160 .100±.012 VR1 V CR 400034

0.140-0.180 4 .130 .080 .090 .150 .040 .240 .120±.016 VR1 R CR 400040

0.140-0.180 4 .130 .080 .090 .150 .040 .240 .120±.016 VR1 V CR 400044

0.180-0.210 5 .160 .080 .090 .150 .040 .240 .120±.016 VR1 R CR 400050

0.180-0.210 5 .160 .080 .150 .200 .040 .240 .180±.016 VR2 R CR 400051

0.180-0.210 5 .160 .080 .090 .150 .040 .240 .120±.016 VR1 V CR 400054

0.180-0.210 5 .160 .080 .150 .200 .040 .240 .180±.016 VR2 V CR 400055

0.210-0.260 6 .200 .080 .090 .150 .040 .240 .120±.016 VR1 R CR 400060

0.210-0.260 6 .200 .080 .150 .200 .040 .240 .180±.016 VR2 R CR 400061

0.210-0.260 6 .200 .080 .090 .150 .040 .240 .120±.016 VR1 V CR 400064

0.210-0.260 6 .200 .080 .150 .200 .040 .240 .180±.016 VR2 V CR 400065

0.260-0.310 7 .240 .080 .090 .150 .040 .240 .120±.016 VR1 R CR 400070

0.260-0.310 7 .240 .080 .150 .200 .040 .240 .180±.016 VR2 R CR 400071

0.260-0.310 7 .240 .080 .090 .150 .040 .240 .120±.016 VR1 V CR 400074

0.260-0.310 7 .240 .080 .150 .200 .040 .240 .180±.016 VR2 V CR 400075

0.310-0.370 8 .280 .080 .090 .150 .040 .240 .120±.016 VR1 R CR 400080

0.310-0.370 8 .280 .080 .150 .200 .040 .240 .180±.016 VR2 R CR 400081

0.310-0.370 8 .280 .080 .090 .150 .040 .240 .120±.016 VR1 V CR 400084

0.310-0.370 8 .280 .080 .150 .200 .040 .240 .180±.016 VR2 V CR 400085

0.370-0.450 10 .350 .120 .130 .220 .080 .350 .180±.020 VR1 R CR 400100

0.370-0.450 10 .350 .120 .220 .300 .080 .350 .260±.020 VR2 R CR 400101

0.370-0.450 10 .350 .120 .130 .220 .080 .350 .180±.020 VR1 V CR 400104

0.370-0.450 10 .350 .120 .220 .300 .080 .350 .260±.020 VR2 V CR 400105

0.450-0.530 12 .410 .120 .130 .220 .080 .350 .180±.020 VR1 R CR 400120

0.450-0.530 12 .410 .120 .220 .300 .080 .350 .260±.020 VR2 R CR 400121

0.450-0.530 12 .410 .120 .130 .220 .080 .350 .180±.020 VR1 V CR 400124

0.450-0.530 12 .410 .120 .220 .300 .080 .350 .260±.020 VR2 V CR 400125

0.490-0.570 13 .450 .120 .130 .220 .080 .350 .180±.020 VR1 R CR 400130

0.490-0.570 13 .450 .120 .130 .220 .080 .350 .180±.020 VR1 V CR 400134

0.530-0.610 14 .490 .120 .130 .220 .080 .350 .180±.020 VR1 R CR 400140

0.530-0.610 14 .490 .120 .220 .300 .080 .350 .260±.020 VR2 R CR 400141

0.530-0.610 14 .490 .120 .130 .220 .080 .350 .180±.020 VR1 V CR 400144

0.530-0.610 14 .490 .120 .220 .300 .080 .350 .260±.020 VR2 V CR 400145

0.610-0.690 16 .550 .120 .130 .220 .080 .350 .180±.020 VR1 R CR 400160
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Select the larger V-ring when the dimension d1 is on the boundary between two sizes of V-ring. Purple dot on V-ring indicates
LongLife material. Sizes under .748 (19 mm) are brown with no dot. * Check for availability and pricing.
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V-ring seals

V-ring seals – Inch sizes

0.610-0.690 16 .550 .120 .220 .300 .080 .350 .260±.020 VR2 R CR 400161

0.610-0.690 16 .550 .120 .130 .220 .080 .350 .180±.020 VR1 V CR 400164

0.610-0.690 16 .550 .120 .220 .300 .080 .350 .260±.020 VR2 V CR 400165

0.690-0.750 18 .630 .120 .130 .220 .080 .350 .180±.020 VR1 R CR 400180

0.690-0.770 18 .630 .120 .220 .300 .080 .350 .260±.020 VR2 R CR 400181

0.690-0.750 18 .630 .120 .130 .220 .080 .350 .180±.020 VR1 V CR 400184

0.690-0.770 18 .630 .120 .220 .300 .080 .350 .260±.020 VR2 V CR 400185

0.750-0.830 20 .710 .160 .190 .300 .080 .470 .240±.030 VR1 R CR 400200

0.770-0.830 20 .710 .160 .310 .410 .080 .470 .350±.030 VR2 R CR 400201

0.750-0.830 20 .710 .160 .190 .300 .080 .470 .240±.030 VR1 V CR 400204

0.770-0.830 20 .710 .160 .310 .410 .080 .470 .350±.030 VR2 V CR 400205

0.830-0.950 22 .790 .160 .190 .300 .080 .470 .240±.030 VR1 R CR 400220

0.830-0.950 22 .790 .160 .310 .410 .080 .470 .350±.030 VR2 R CR 400221

0.830-0.950 22 .790 .160 .190 .300 .080 .470 .240±.030 VR1 V CR 400224

0.830-0.950 22 .790 .160 .310 .410 .080 .470 .350±.030 VR2 V CR 400225

0.950-1.070 25 .870 .160 .190 .300 .080 .470 .240±.030 VR1 R CR 400250

0.950-1.070 25 .870 .160 .310 .410 .080 .470 .350±.030 VR2 R CR 400251

0.950-1.070 25 .870 .160 .190 .300 .080 .470 .240±.030 VR1 V CR 400254

0.950-1.070 25 .870 .160 .310 .410 .080 .470 .350±.030 VR2 V CR 400255

1.070-1.140 28 .980 .160 .190 .300 .120 .470 .240±.030 VR1 R CR 400280

1.070-1.140 28 .980 .160 .310 .410 .120 .470 .350±.030 VR2 R CR 400281

1.070-1.140 28 .980 .160 .190 .300 .120 .470 .240±.030 VR1 V CR 400284

1.070-1.140 28 .980 .160 .310 .410 .120 .470 .350±.030 VR2 V CR 400285

1.140-1.220 30 1.060 .160 .190 .300 .120 .470 .240±.030 VR1 R CR 400300

1.140-1.220 30 1.060 .160 .310 .410 .120 .470 .350±.030 VR2 R CR 400301

1.140-1.220 30 1.060 .160 .190 .300 .120 .470 .240±.030 VR1 V CR 400304

1.140-1.220 30 1.060 .160 .310 .410 .120 .470 .350±.030 VR2 V CR 400305

1.220-1.300 32 1.140 .160 .190 .300 .120 .470 .240±.030 VR1 R CR 400320

1.220-1.300 32 1.140 .160 .310 .410 .120 .470 .350±.030 VR2 R CR 400321

1.220-1.300 32 1.140 .160 .190 .300 .120 .470 .240±.030 VR1 V CR 400324

1.220-1.300 32 1.140 .160 .310 .410 .120 .470 .350±.030 VR2 V CR 400325

1.300-1.420 35 1.220 .160 .190 .300 .120 .470 .240±.030 VR1 R CR 400350

1.300-1.420 35 1.220 .160 .310 .410 .120 .470 .350±.030 VR2 R CR 400351

1.300-1.420 35 1.220 .160 .190 .300 .120 .470 .240±.030 VR1 V CR 400354

1.300-1.420 35 1.220 .160 .310 .410 .120 .470 .350±.030 VR2 V CR 400355
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Select the larger V-ring when the dimension d1 is on the boundary between two sizes of V-ring. Purple dot on V-ring indicates
LongLife material. Sizes under .748 (19 mm) are brown with no dot. * Check for availability and pricing.
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Industrial shaft seals
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V-ring seals – Inch sizes

1.420-1.500 38 1.340 .160 .190 .300 .120 .470 .240±.030 VR1 R CR 400380

1.420-1.500 38 1.340 .160 .310 .410 .120 .470 .350±.030 VR2 R CR 400381

1.420-1.500 38 1.340 .160 .190 .300 .120 .470 .240±.030 VR1 V CR 400384

1.420-1.500 38 1.340 .160 .310 .410 .120 .470 .350±.030 VR2 V CR 400385

1.500-1.700 40 1.420 .200 .220 .350 .120 .590 .280±.040 VR1 R CR 400400

1.500-1.700 40 1.420 .200 .370 .510 .120 .590 .430±.040 VR2 R CR 400401

1.500-1.700 40 1.420 .200 .220 .350 .120 .590 .280±.040 VR1 V CR 400404

1.500-1.700 40 1.420 .200 .370 .510 .120 .590 .430±.040 VR2 V CR 400405

1.700-1.890 45 1.570 .200 .220 .350 .120 .590 .280±.040 VR1 R CR 400450

1.700-1.890 45 1.570 .200 .370 .510 .120 .590 .430±.040 VR2 R CR 400451

1.700-1.890 45 1.570 .200 .220 .350 .120 .590 .280±.040 VR1 V CR 400454

1.700-1.890 45 1.570 .200 .370 .510 .120 .590 .430±.040 VR2 V CR 400455

1.890-2.090 50 1.770 .200 .220 .350 .120 .590 .280±.040 VR1 R CR 400500

1.890-2.090 50 1.770 .200 .370 .510 .120 .590 .430±.040 VR2 R CR 400501

1.890-2.090 50 1.770 .200 .220 .350 .120 .590 .280±.040 VR1 V CR 400504

1.890-2.090 50 1.770 .200 .370 .510 .120 .590 .430±.040 VR2 V CR 400505

2.090-2.290 55 1.930 .200 .220 .350 .120 .590 .280±.040 VR1 R CR 400550

2.090-2.290 55 1.930 .200 .370 .510 .120 .590 .430±.040 VR2 R CR 400551

2.090-2.290 55 1.930 .200 .220 .350 .120 .590 .280±.040 VR1 V CR 400554

2.090-2.290 55 1.930 .200 .370 .510 .120 .590 .430±.040 VR2 V CR 400555

2.290-2.480 60 2.130 .200 .220 .350 .120 .590 .280±.040 VR1 R CR 400600

2.290-2.480 60 2.130 .200 .370 .510 .120 .590 .430±.040 VR2 R CR 400601

2.290-2.480 60 2.130 .200 .220 .350 .120 .590 .280±.040 VR1 V CR 400604

2.290-2.480 60 2.130 .200 .370 .510 .120 .590 .430±.040 VR2 V CR 400605

2.480-2.680 65 2.280 .200 .220 .350 .120 .590 .280±.040 VR1 R CR 400650

2.480-2.680 65 2.280 .200 .370 .510 .120 .590 .430±.040 VR2 R CR 400651

2.480-2.680 65 2.280 .200 .220 .350 .120 .590 .280±.040 VR1 V CR 400654

2.480-2.680 65 2.280 .200 .370 .510 .120 .590 .430±.040 VR2 V CR 400655

2.480-2.680 65 2.280 .200 .220 .350 .120 .590 .280±.040 VR1 R CR 400659

2.680-2.880 70 2.480 .240 .270 .430 .160 .710 .350±.050 VR1 R CR 400700

2.680-2.880 70 2.480 .240 .440 .610 .160 .710 .530±.050 VR2 R CR 400701

2.680-2.880 70 2.480 .240 .270 .430 .160 .710 .350±.050 VR1 V CR 400704

2.680-2.880 70 2.480 .240 .440 .610 .160 .710 .530±.050 VR2 V CR 400705

2.880-3.070 75 2.640 .240 .270 .430 .160 .710 .350±.050 VR1 R CR 400750

2.880-3.070 75 2.640 .240 .440 .610 .160 .710 .530±.050 VR2 R CR 400751

d d

B1

1 3d2

B

A

d

C

Select the larger V-ring when the dimension d1 is on the boundary between two sizes of V-ring. Purple dot on V-ring indicates
LongLife material. Sizes under .748 (19 mm) are brown with no dot. * Check for availability and pricing.
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V-ring seals

V-ring seals – Inch sizes

2.880-3.070 75 2.640 .240 .270 .430 .160 .710 .350±.050 VR1 V CR 400754

2.880-3.070 75 2.640 .240 .440 .610 .160 .710 .530±.050 VR2 V CR 400755

3.070-3.270 80 2.830 .240 .270 .430 .160 .710 .350±.050 VR1 R CR 400800

3.070-3.270 80 2.830 .240 .440 .610 .160 .710 .530±.050 VR2 R CR 400801

3.070-3.270 80 2.830 .240 .270 .430 .160 .710 .350±.050 VR1 V CR 400804

3.070-3.270 80 2.830 .240 .440 .610 .160 .710 .530±.050 VR2 V CR 400805

3.270-3.470 85 2.990 .240 .270 .430 .160 .710 .350±.050 VR1 R CR 400850

3.270-3.470 85 2.940 .240 .440 .610 .160 .710 .530±.050 VR2 R CR 400851

3.270-3.470 85 2.990 .240 .270 .430 .160 .710 .350±.050 VR1 V CR 400854

3.270-3.470 85 2.940 .240 .440 .610 .160 .710 .530±.050 VR2 V CR 400855

3.470-3.660 90 3.190 .240 .270 .430 .160 .710 .350±.050 VR1 R CR 400900

3.470-3.660 90 3.190 .240 .440 .610 .160 .710 .530±.050 VR2 R CR 400901

3.470-3.660 90 3.190 .240 .270 .430 .160 .710 .350±.050 VR1 V CR 400904

3.470-3.660 90 3.190 .240 .440 .610 .160 .710 .530±.050 VR2 V CR 400905

3.660-3.860 95 3.350 .240 .270 .430 .160 .710 .350±.050 VR1 R CR 400950

3.660-3.860 95 3.350 .240 .440 .610 .160 .710 .530±.050 VR2 R CR 400951

3.660-3.860 95 3.350 .240 .270 .430 .160 .710 .350±.050 VR1 V CR 400954

3.660-3.860 95 3.350 .240 .440 .610 .160 .710 .530±.050 VR2 V CR 400955

3.860-4.140 100 3.540 .240 .270 .430 .160 .710 .350±.050 VR1 R CR 401000

3.860-4.140 100 3.540 .240 .440 .610 .160 .710 .530±.050 VR2 R CR 401001

3.860-4.140 100 3.540 .240 .270 .430 .160 .710 .350±.050 VR1 V CR 401004

3.860-4.140 100 3.540 .240 .440 .610 .160 .710 .530±.050 VR2 V CR 401005

4.140-4.530 110 3.900 .280 .310 .500 .160 .830 .410±.060 VR1 R CR 401100

4.140-4.530 110 3.900 .280 .520 .710 .160 .830 .610±.060 VR2 R CR 401101

4.140-4.530 110 3.900 .280 .310 .500 .160 .830 .410±.060 VR1 V CR 401104

4.140-4.530 110 3.900 .280 .520 .710 .160 .830 .610±.060 VR2 V CR 401105

4.530-4.920 120 4.250 .280 .310 .500 .160 .830 .410±.060 VR1 R CR 401200

4.530-4.920 120 4.250 .280 .520 .710 .160 .830 .610±.060 VR2 R CR 401201

4.530-4.920 120 4.250 .260 .240 .410 .200 .800 .315±.060 VR3 V CR 401202*

4.530-4.920 120 4.250 .280 .310 .500 .160 .830 .410±.060 VR1 V CR 401204

4.530-4.920 120 4.250 .280 .520 .710 .160 .830 .610±.060 VR2 V CR 401205

4.531-4.917 120 4.250 .280 .310 .500 .160 .830 .410±.060 VR1 R CR 401208

4.920-5.320 130 4.610 .280 .310 .500 .160 .830 .410±.060 VR1 R CR 401300

4.920-5.320 130 4.610 .280 .520 .710 .160 .830 .610±.060 VR2 R CR 401301

4.920-5.320 130 4.610 .280 .310 .500 .160 .830 .410±.060 VR1 V CR 401304
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Select the larger V-ring when the dimension d1 is on the boundary between two sizes of V-ring. Purple dot on V-ring indicates
LongLife material. Sizes under .748 (19 mm) are brown with no dot. * Check for availability and pricing.
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V-ring seals – Inch sizes

4.920-5.320 130 4.610 .280 .520 .710 .160 .830 .610±.060 VR2 V CR 401305

5.320-5.710 140 4.960 .280 .310 .500 .160 .830 .410±.060 VR1 R CR 401400

5.320-5.710 140 4.960 .280 .520 .710 .160 .830 .610±.060 VR2 R CR 401401

5.320-5.710 140 4.960 .260 .240 .410 .200 .800 .310±.060 VR3 R CR 401402

5.320-5.710 140 4.960 .280 .310 .500 .160 .830 .410±.060 VR1 V CR 401404

5.320-5.710 140 4.960 .280 .520 .710 .160 .830 .610±.060 VR2 V CR 401405

5.320-5.710 140 4.960 .260 .240 .410 .200 .800 .310±.060 VR3 V CR 401406

5.710-6.100 150 5.310 .280 .310 .500 .160 .830 .410±.060 VR1 R CR 401500

5.710-6.100 150 5.310 .280 .520 .710 .160 .830 .610±.060 VR2 R CR 401501

5.710-6.100 150 5.310 .260 .240 .410 .200 .800 .310±.060 VR3 R CR 401502

5.710-6.100 150 5.310 .280 .310 .500 .160 .830 .410±.060 VR1 V CR 401504

5.710-6.100 150 5.310 .280 .520 .710 .160 .830 .610±.060 VR2 V CR 401505

5.710-6.100 150 5.310 .260 .240 .410 .200 .800 .310±.060 VR3 V CR 401506

6.100-6.500 160 5.670 .310 .350 .570 .200 .940 .470±.070 VR1 R CR 401600

6.100-6.500 160 5.670 .310 .590 .810 .200 .940 .710±.070 VR2 R CR 401601

6.100-6.500 160 5.670 .260 .240 .410 .200 .800 .310±.060 VR3 R CR 401602

6.100-6.500 160 5.670 .310 .350 .570 .200 .940 .470±.070 VR1 V CR 401604

6.100-6.500 160 5.670 .310 .590 .810 .200 .940 .710±.070 VR2 V CR 401605

6.100-6.500 160 5.670 .260 .240 .410 .200 .800 .310±.060 VR3 V CR 401606

6.100-6.500 160 5.670 .310 .350 .570 .200 .940 .470±.070 VR1 R CR 401608

6.500-6.890 170 6.020 .310 .350 .570 .200 .940 .470±.070 VR1 R CR 401700

6.500-6.890 170 6.020 .310 .590 .810 .200 .940 .710±.070 VR2 R CR 401701

6.500-6.890 170 6.020 .260 .240 .410 .200 .800 .310±.060 VR3 R CR 401702

6.500-6.890 170 6.020 .310 .350 .570 .200 .940 .470±.070 VR1 V CR 401704

6.500-6.890 170 6.020 .310 .590 .810 .200 .940 .710±.070 VR2 V CR 401705

6.500-6.890 170 6.020 .260 .240 .410 .200 .800 .310±.060 VR3 V CR 401706

6.890-7.290 180 6.380 .310 .350 .570 .200 .940 .470±.070 VR1 R CR 401800

6.890-7.290 180 6.380 .310 .590 .810 .200 .940 .710±.070 VR2 R CR 401801

6.890-7.290 180 6.380 .260 .240 .410 .200 .800 .310±.060 VR3 R CR 401802

6.890-7.290 180 6.380 .310 .350 .570 .200 .940 .470±.070 VR1 V CR 401804

6.890-7.290 180 6.380 .310 .590 .810 .200 .940 .710±.070 VR2 V CR 401805

6.890-7.290 180 6.380 .260 .240 .410 .200 .800 .310±.060 VR3 V CR 401806

7.290-7.680 190 6.730 .310 .350 .570 .200 .940 .470±.070 VR1 R CR 401900

7.290-7.680 190 6.730 .310 .590 .810 .200 .940 .710±.070 VR2 R CR 401901

7.290-7.680 190 6.730 .260 .240 .410 .200 .800 .310±.060 VR3 R CR 401902
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Select the larger V-ring when the dimension d1 is on the boundary between two sizes of V-ring. Purple dot on V-ring indicates
LongLife material. Sizes under .748 (19 mm) are brown with no dot. * Check for availability and pricing.

SKF

Designation

Reference

metric

shaft size

Shaft

diameter d1

(range)

Inside

diameter

d

Height

C

Dimen-

sion 

A

Free 

width 

B

max

d2 =(d1+ )

min

d3 =(d1+ )

Fitted

width

B1

Design Lip 

code

in mm in in in in in in in

www.bergab.ru Берг АБ bergab@ya.ru Тел. (495)-228-06-21, факс (495) 223-3071

www.bergab.ru Берг АБ bergab@ya.ru Тел. (495)-228-06-21, факс (495) 223-3071



376

www.bergab.ru Берг АБ bergab@ya.ru Тел. (495)-228-06-21, факс (495) 223-3071

www.bergab.ru Берг АБ bergab@ya.ru Тел. (495)-228-06-21, факс (495) 223-3071




