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Carriages
Series KWVK..AL

Guideways
Series TKVD

1) The usable load carrying capacity is influenced by the connections between the guidance elements and the adjacent construction.
2) Maximum length lmax of single-piece guideways, longer guideways are supplied in several sections and are marked accordingly.
3) The dimensions aL and aR are dependent on the guideway length, for calculation see page 7.
4) If there is a possibility of settling, the fixing screws should be secured against rotation.

Dimension table · Dimensions in mm

Carriages Guideway Dimensions Mounting dimensions

Designation Mass
m

Designation Mass
m

Closing 
plug

H B L h b lmax A1 A2 JB jB a5 B6

� kg �kg/m

KWVK 32 AL 0,17 TKVD 32 2,3 KA 8 TN 26 62 50 10 31,8 2000 15,1 10,7 40,6 18 6,9 51,6

KWVK 42 AL 0,45 TKVD 42 5,54 KA 8 TN 35 87 75 18 42 2000 22,5 16 55 24 9 75

KWVK 69 AL 1,1 TKVD 69 12,42 KA 11 TN 47 130 100 24 69 2000 30,5 21 88 40 14,5 114

Load directions

Thread and screw diameters and tightening torques4)

Designation K1 
for screw to 
ISO 4762-12.9

K3 
for screw to
ISO 4762-12.9

K4 
for screw to 
ISO 4762-12.9

Nm
max.

Nm
max.

KWVK 32 AL M3 2,5 M3 0,6 M3

KWVK 42 AL M3 2,5 M4 2,1 M4

KWVK 69 AL M5 10 M6 4,8 M6

C, C0

C, C0
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KWVK..AL on TKVD View X (rotated through 90°)
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Load carrying capacity1)

A7 JB3 JL JL2 jL aL min
3) aL max

3) aR min
3) aR max

3) N H1 H2 h1 H3 C C0 M0x M0y M0z

kN kN Nm Nm Nm

– – 15 25 40 5 35 5 35 4,2 0,5 6 3,1 7,5 5,7 10,6 203 51 51

31 25 20 40 60 5 55 5 55 4,2 5,5 12 11,1 8 13,5 26 648 211 211

42,5 45 35 55 60 7 53 7 53 4,2 7,5 17 15,1 11 26 46,5 1872 492 492

Detail X

Cross-section of carriages KWVK..AL
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INA-Schaeffler KG
Linear Technology Division
66406 Homburg (Saar) · Germany
Internet www.ina.com
E-Mail info.linear@de.ina.com
In Germany:
Telephone 0180 / 5 00 38 72
Fax 0180 / 5 00 38 73
From other countries:
Telephone +49 / 68 41/ 7 01-0
Fax +49 / 68 41/ 7 01-6 25 S
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