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Linear recirculating 
roller bearing 
and guideway assemblies
with chain guidance system

Series RUE..-E-KT-L
RUE..-E-KT-HL

TSX..-E-U
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Dimension table · Dimensions in mm

Designation Carriage Guideway Dimensions Mounting dimensions

Designation Mass Designation Mass Closing 
plug1)

Covering 
strip

lmax
2) H B L3) A1 JB b

m m

�kg �kg/m
–0,005
–0,035

RUE35-E-KT-L RWU35-E-KT-L 2,28 TSX35-E(-U) 5,9 KA15-TN ADB18 2 960 48 100 149 33 82 34

RUE35-E-KT-HL RWU35-E-KT-HL 2,14 TSX35-E(-U) 5,9 KA15-TN ADB18 2 960 55 70 149 18 50 34

RUE45-E-KT-L RWU45-E-KT-L 3,97 TSX45-E(-U) 9,4 KA20-TN ADB23 2 940 60 120 178,6 37,5 100 45

RUE45-E-KT-HL RWU45-E-KT-HL 3,99 TSX45-E(-U) 9,4 KA20-TN ADB23 2 940 70 86 178,6 20,5 60 45

RUE55-E-KT-L RWU55-E-KT-L 6,72 TSX55-E(-U) 13,1 KA24-TN ADB27 2 520 70 140 211 43,5 116 53

RUE55-E-KT-HL RWU55-E-KT-HL 6,23 TSX55-E(-U) 13,1 KA24-TN ADB27 2 520 80 100 211 23,5 75 53

1) Closing plugs KA..-TN are included in the delivery.
2) Maximum length of single-piece guideways; 

longer guideways are supplied in several sections and 
are marked accordingly. 
Maximum single-piece guideway length of 6 m by agreement.

3) Minimum covered length for sealing the lubrication connectors.
4) aL and aR are dependent on the guideway length. 

Calculation, page 7.
5) Position of the lubrication hole in the adjacent construction.
6) Maximum diameter of the lubrication hole in the adjacent 

construction.
7) For information on fixing screws see 

INA Catalogue “605”, Fixing screws.
8) Before use, open up the lateral lubrication hole, see “MON 30”.

Lateral lubrication connector

Load direction

Dimensioning of lateral lubrication connector8)

Designation N3 A4 JL6

RUE35-E-KT-L M6 5,6 37,4

RUE35-E-KT-HL M6 12,6 32,4

RUE45-E-KT-L M6 6,6 43,2

RUE45-E-KT-HL M6 16,6 43,2

RUE55-E-KT-L M6 7,9 51,9

RUE55-E-KT-HL M6 17,9 51,9
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RUE..-E-KT-L RUE..-E-KT-L · View X (rotated 90°)
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Fixing screw to
DIN 7380 M4�25
Tightening torque
max. M   = 0,5 NmA
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Fixing screws7)

L1 JL JLZ jL aL/aR
4) JL5

5) N2
6) H1 H5 A3 H4 T5 T6 t7 h h1 G1 G2 K1 K3 K6

ISO 4 762-12.9 DIN 
7 984-8.8

min. max. �0,5

111 62 52 40 20 31 26,7 6 6,5 8 6,6 19,7 12 10,9 15 30 17,5 M 8 M10 M 8 M 8 M 8

111 72 – 40 20 31 21,7 6 6,5 10,8 13,6 41,7 10 – 15 30 17,5 M 8 M 8 M 8 – –

136,6 80 60 52,5 20 41 31,3 6 8,7 8 6,6 25,2 15 13,2 20 38 19,5 M12 M12 M12 M10 M10

136,6 80 – 52,5 20 41 31,3 6 8,7 8 16,6 52,2 12,5 – 20 38 19,5 M12 M10 M12 – –

165 95 70 60 20 47 40,6 6 11 12 8,1 32 18 14,8 22 45 22,5 M14 M14 M14 M12 M12

165 95 – 60 20 47 40,6 6 11 16 18,1 61,5 15 – 22 45 22,5 M14 M12 M14 – –

RUE..-E-KT-HL RUE..-E-KT-HL

Connector with union nut

Load carrying capacity 
(for definition of basic load ratings, see INA Catalogue “605”)

Unit
Designation

Basic load ratings Moment ratings

C
N

C0
N

M0x
Nm

M0y
Nm

M0z
Nm

RUE35-E-KT-L 54 000 126 000 1100 2500 2250

RUE35-E-KT-HL 54 000 126 000 1100 2500 2250

RUE45-E-KT-L 92 000 214 000 1833 4528 4077

RUE45-E-KT-HL 92 000 214 000 1833 4528 4077

RUE55-E-KT-L 138 000 325 000 3279 9447 8497

RUE55-E-KT-HL 138 000 325 000 3279 9447 8497
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Schaeffler KG
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E-Mail info.linear@de.ina.com

In Germany:

Phone 0180 5003872

Fax 0180 5003873

From Other Countries:

Phone +49 6841 701-0

Fax +49 6841 701-625

Every care has been taken to ensure the 

correctness of the information contained 

in this publication but no liability can be 

accepted for any errors or omissions. 

We reserve the right to make changes in 

the interest of technical progress.

© Schaeffler KG · 2006, January

This publication or parts thereof may not 

be reproduced without our permission.
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