








3 Hexagonal Socket
Did your assembly department ever
advise you to prefer track rollers with
hexagonal sockets? Although this
typically simpliÞed mounting, relubrication
through the bearing side-face was usually
not possible.

The new needle track roller has a hexa-
gonal socket on both ends (Figure 1 ➂;
Figure 8 ➀). The time and expense
required for mounting are reduced since
the unit can be backed up on each side
without having to use special tools or
improvising with mounting methods
involving potential injury hazards.

Track rollers can be relubricated from all
sides with a grease gun. Relubrication
can be performed either through the
lubrication nipples (Figure 8 ➁) provided
or by means of an additional lubrication
groove through press Þt. 
This provides a double savings:

¥ the surrounding structure is simpler
and more cost-effective

¥ mounting time is reduced since the
roller stud does not have to be aligned

A lubrication adapter is also available 
for connecting the bearing to a central
lubrication unit (Figure 8 ➂).

This makes the track roller a very 
ßexible machine element with many
features that simplify mounting and
maintenance.

4 Summary
SigniÞcant improvements have been
made to important characteristics
relevant for the operation of the unit.
These new developments include more
protection for the mating track, efÞcient
use of lubricant quantities Ð even under
difÞcult operating conditions Ð and
practical solutions for mounting and
maintenance.

But wonÔt these technical improvements
be reßected in the price? Not at all! 
The consistent optimization of proven
manufacturing methods and the
development of new technologies 
has allowed us to pass added value 
on to our customers without an added
price.
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Figure 8 INAÔs new roller with hexagonal socket on both sides including relubrication facility
➀ Easy-to-mount due to hexagonal socket on both ends
➁ For grease lubrication, relubrication through the lubrication nipples provided
➂ Central lubrication connection via adapter (special accessory) at both ends is available
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