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Elektror H

SIDE CHANNEL BLOWERS

Total pressure rise Ap, (mbar)

Model range without motor
This type of appliance can be driven from an external
source via V-belts. The fan housings made of sturdy cast
aluminium and the enclosed impellers are manufactured
from aluminium sheet. Fans are available with a clockwi-
se or anti-clockwise rotation. A variety of accessories is
also available. Special fans for special operating condi-
tions. e.g. increased temperatures of the conveyed
medium and ambient temperatures, extended corrosion
protection, fan sealing. For more details see SD catalogue.
Applications:
e Conveying of small to medium air volumes

at high system resistance
e Air tube conveying
e Vacuum lifting gear
* Pneumatic conveying
e Water treatment
* \Welding fume extraction
e Vacuum cleaners
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Model range for frequency converter

FU/FUK series devices allow the infinitely variable speed
regulation of the induction motors used. The speed can
be set from 0 to the max. possible speed typical for the
device. No derating is required in the entire speed range.
In the case of devices in the FUK series, the frequency
converter is connected to the motor. The enclosure is
IP54. The max. ambient temperature can range up to
60 degrees Celsius.

Devices in the FU series require a separate frequency
converter, which is normally accommodated in a switch
cabinet.
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CONVEYING BLOWERS

FD/RDF

FD range

Blower housings made of abrasion resistant cast iron,

hinged housing cover lid for inspection and cleaning,

welded sheet steel impellers with radial blades.

Maintenance-free squirrel cage rotor motors to IP54.

The units can only be supplied in the housing position

pictured. Accessories: Various connectors for both inlet

and outlet side.

For more details see FD catalogue.

Application:

e Conveying of plastic granules, plastic waste and
lightweight bulk materials of all kind provided there is
no operational risk.
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RD F range

The RD F range can be used for conveying of light and

non-abrasive bulk. The blower parts are made of alumi-

nium cast, the impellers are made of welded sheet steel.

The solid construction of the practically maintenance

free medium pressure blowers is the basis for a long

lasting service life and low operation cost. Inspection

and cleaning may only be carried out at these blowers

by unscrewing the housing cover plate.

All drive motors are made to IP 54 enclosure, class F

thermal insulation and comply with EN 60034-1 (VDE

530 Part 1). The motor power is oversized in order to

have sufficient reserve for the conveying.

For more details see FD / RD F catalogue.

Application:

e Conveying of lightweight bulk material of all kind
provided there is no operational risk.
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Elektror

We make air work.

KARL W. MULLER GMBH & CO. KG
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Richard-Hirschmann-StraBe 12
D-73728 Esslingen/Neckar
Phone +49 (0) 711 319 73 -0
Fax +49 (0) 711 319 73 =135
Internet: www.elektror.de
E-Mail: info@elektror.de
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