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INDUCTION WITH SUPPORT AND SCREWS - PBZIN

Pacitic Machaticnics™
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PART NUMBER A B c ORDERING INFORMATION
PBZIN 040
PBZIN 060 40 45 19 PBZIN 060 1
PBZIN 090
_I |— Version
Profile (mm) ——
LIMIT SWITCH WITH SUPPORT AND SCREWS - PBZRS 40/60/90
Opener PBZRS.1
U max. 400V
e [ 6A
30, I max. 16 A
n 6000/h
Cycles 107
Accuracy +/-0.1
Jump Switch ca. 10 ms
Protection IP 65
Temperature -30°...+80°C ?
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PBZFB MZK / PBMP / PBMKR

2xC+U+fxH+40

PBZFB MZS /PBMKP .040 (H « 400)

2xC+U+H+20

PBZFB MZS / PBMKP .040 (H > 400)

2xC+U+fx(H-400) + 420

e ° ° \VaVaVi PBZFB MZS / PBMKP .060 (H < 670) 2xC+U+H+20
PBZFB MZS / PBMKP .060 (H>670) | 2xC + U +fx (H - 670) + 690
H = Hub/stroke/course
ORDERING INFORMATION
PBZFB PBMZK 060 150 1650 0
—I I— Standard Verion

Types:

PBMZK, PBMZS, PBMP, PBMKR, PBMRP

Profile

(mm)

Total Length of L (mm)

Length of Carriage U (mm)

The data and specifications in this publication have been carefully compiled and are believed to be accurate and correct. However, it is the responsibility of the user
to determine and ensure the suitability of Pacific Bearing® products for a specific application. Pacific Bearing’s only obligation will be to repair or replace without
charge, any defective components if returned promptly. No liability is assumed beyond such replacement.
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PACIFIC BEARING’S

INNOVATIVE PRODUCT LINE-UP

Self-lubricating Linear Plane Bearings with engineered-to-match
steel and ceramic coated shafting, pillow blocks,
pre-drilled support rails, and integrated 1-piece rail and shaft.

* No lubrication required e Fully interchangeable
* Tolerates temperature extremes

« Cannot catastrophically fail ’impliCitg®

Self-lubricating miniature linear guides
* Fully size interchangeable with industry standard sizes
e Lengths up to 3600 mm (12 ft.)

* No lubrication required ini®
* Tolerates temperature extremes []

Combination axial and radial load heavy-duty rolling element
bearings and rails

e Extremely High Load capacity up to 4.6 US Ton-force

e Unlimited rail lengths available

* Longer service life for bearings ° om®
and profiles mHew-Rﬂll

Heavy Duty Bearing Systems

Rolling element linear guides, belt driven systems,
drawer slides, and V Guide Systems

« Cost effective solution for long travel and harsh environment
applications

* Precision tolerances +/- .025 mm over entire rail length
« Simple design for fast, easy installation

- - ®
* Lightweight, durable construction 'edl"ﬂll

Self-lubricating guide systems
* Dampens vibration & shock loads
 Customize with ball or lead screws, belt drives & more

* No lubrication required
® o
» Tolerates temperature extremes dolpluﬂiude@

6402 Rockton Road ¢ Roscoe, lllinois 61073 * Fax: 815.389.5790

800.962.8979 e www.pacific-bearing.com

An entrepreneurial
mechanical engineer,

Bob Schroeder, founded
Pacific Bearing in 1983
with Simplicity®,

the world’s first
self-lubricating plane
bearing. Mr. Schroeder’s
vision was then, and still is
today, to simplify linear
motion applications and
reduce costs for industrial
motion control consumers
worldwide. This ideal has
been realized and
embraced today by

Pacific Bearing’s 150+
employees that engineer,
manufacture, market and
sell innovative linear guide
systems and components.
In addition, Pacific Bearing
has over 1,200 distributors

and sales agents worldwide.
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SMOOTH & QUIET LINEAR MOTION™





