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Linear ball bearing
and housing units
Open design
With or without slot

Series KGNC..-C-PP-AS
KGNCS..-C-PP-AS

KGNC..-C-PP-AS

H5

H2

A6 �

K4

K8

H7H6H8
H

K3
K5

A
A3

A2
K2 A5

12
0

 1
2

1a

1) Dimension A6 on diameter d.
2) Dimensions C2, C3 and lubrication hole symmetrical to bearing width C.
3) Centring for dowel hole.
4) For fixing screws to EN ISO 4 762-8.8.

Screws should be secured, especially if a loss of preload may occur.
5) The basic load ratings are valid only for hardened (670 HV + 170 HV) and ground shaft raceways.

Dimension table · Dimensions in mm

Shaft 
diameter

Designation Mass Dimensions Mounting dimensions

d A C H A2 A3 A5 A6
1) C2

2) C3
2) D H2

d �kg �0,15 �0,01 �0,15
+0,008
–0,016

20 KGNC20-C-PP-AS 0,35 20 60 47 60 39 51 17 9 30 36 32 30

KGNCS20-C-PP-AS 0,35 20 60 47 60 39 51 17 9 30 36 32 30

25 KGNC25-C-PP-AS 0,68 25 75 58 72 49 64 21 11,5 36 45 40 35

KGNCS25-C-PP-AS 0,68 25 75 58 72 49 64 21 11,5 36 45 40 35

30 KGNC30-C-PP-AS 1 30 86 68 82 59 76 25 14 42 52 47 40

KGNCS30-C-PP-AS 1 30 86 68 82 59 76 25 14 42 52 47 40

40 KGNC40-C-PP-AS 1,8 40 110 80 100 75 97 32 19 48 60 62 45

KGNCS40-C-PP-AS 1,8 40 110 80 100 75 97 32 19 48 60 62 45

50 KGNC50-C-PP-AS 2,9 50 127 100 115 88 109 38 22,5 62 80 75 50

KGNCS50-C-PP-AS 2,9 50 127 100 115 88 109 38 22,5 62 80 75 50
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KGNCS..-C-PP-AS KGNC..-C-PP-AS
KGNCS..-C-PP-AS
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Ball rows Basic load ratings5) Shaft 
diameterH5 H6 H7 H8 K2 K3

3) K4
4) K5

3) K8
2) A/F � dyn.

C
stat.
C0

Degrees Number N N d

8 37,5 18 42 M10 8,4 6 15 M6 – 55 5 1 740 1 240 20

8 37,5 18 42 M10 8,4 6 15 M6 2,5 55 5 1 740 1 240

8 45 22 50 M12 10,5 8 18 M8�1 – 57 5 3 100 2 260 25

8 45 22 50 M12 10,5 8 18 M8�1 3 57 5 3 100 2 260

9 52 29 55 M16 13,5 10 20 M8�1 – 57 5 3 750 2 850 30

9 52 29 55 M16 13,5 10 20 M8�1 3 57 5 3 750 2 850

9 60 36 67 M20 15,5 12 24 M8�1 – 56 5 6 300 4 350 40

9 60 36 67 M20 15,5 12 24 M8�1 4 56 5 6 300 4 350

9 70 36 78 M20 17,5 12 26 M8�1 – 54 5 9 300 6 500 50

9 70 36 78 M20 17,5 12 26 M8�1 5 54 5 9 300 6 500
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Linear ball bearing 
and housing units
Closed design with centring collar

Series KTFN..-C-PP-AS

KTFN..-C-PP-AS

d
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1) Recommended locating bore D1 H7.
2) The basic load ratings are valid only for hardened (670 HV + 170 HV) and ground shaft raceways.

Dimension table · Dimensions in mm

Shaft 
diameter

Designation Mass Dimensions Mounting dimensions

d A C H A1 C1 C3 C7

d �kg �0,15

12 KTFN12-C-PP-AS 0,2 12 42 70 34 32 46 10 35

16 KTFN16-C-PP-AS 0,3 16 50 78 40 38 50 10 39

20 KTFN20-C-PP-AS 0,5 20 60 96 50 45 60 10 48

25 KTFN25-C-PP-AS 1 25 74 122 60 56 73 10 61

30 KTFN30-C-PP-AS 1,4 30 84 142 70 64 82 10 71
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KTFN..-C-PP-AS
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Ball rows Basic load ratings2) Shaft 
diameterD D1

1) D2 H1 H7 K2 K3 K8 dyn.
C

stat.
C0

g7
–0,1
–0,3 �0,15 Number N N d

22 30 29,8 24 13 M6 5,3 M8�1 5 1 270 1 110 12

26 35 34,8 28 18 M8 6,6 M8�1 5 1 620 1 500 16

32 42 41,8 35 22 M10 8,4 M8�1 6 2 850 2 480 20

40 52 51,8 42 26 M12 10,5 M8�1 6 5 000 4 450 25

47 61 60,8 50 35 M16 13,5 M8�1 6 6 100 5 800 30
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From Other Countries:

Phone +49 6841 701-0
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correctness of the information contained 
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